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PAINTING AND SPRAYING 
 

1. EXTRACTOR BENCH WITH CARTRIDGE FILTERS 
The AIRMEC BA/FC model extractor bench is used in finishing and sanding operations in the wood, 

marble, metalworking industry, etc. The vacuum suction bench is an autonomous unit characterized by 

cartridge filters (instead of the common bag filters), capable of filtering very fine particles. The cleaning 

of the cartridges is done automatically through an electro-pneumatic system managed by a timer. 

The technological research and design of each element of this group, including the intake slots, ensure 

that all harmful fumes and dust are immediately captured at the source, thus eliminating a health risk. 

The AIRMEC BA/FC model extractor bench is made of galvanized sheet metal and in compliance with 

current regulations on the subject; it is also equipped with a CE certificate. 

 

 
 

 

TECHNICAL SPECIFICATIONS 

MODEL TYPE MAXI TYPE MEDIUM 

DIMENSIONS (mm) 3.000 x 1.500 x 900 2.500 x 1.250 x 900 

MOTOR POWER (kW) 4 4 

RPM 900 900 

SOUND LEVEL (dB A) 77 77 

POWER SUPPLY 380 V Three-phase - 50 Hz 380 V Three-phase - 50 Hz 

FILTERS (mm) 
N° 4 Catridge filters 

Ø 320x H = 660 mm 
N° 3 Cartridge filters 

Ø 320 x H = 660 mm 

ELECTRIC STARTER Electric start/stop switch Electric start/stop switch 

PNEUMATIC SUPPLY 
Compressed air quick coupling max 6 bar 

(Excluding pressure reducer) 

BATTENS (mm) N° 40 - 45 x 20 x 1436 N° 32 - 45 x 20 x 1436 

AIR FLOW RATE (m3/h) Min. 2200 – Max. 4400 Min. 2000 – Max. 4000 

PREVALENCE (mm H2O) Max. 90 – Min. 40 Max. 90 – Min. 40 
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MODEL DIMENSIONS PRICE €URO 

MAXI 3.000 x 1.500 x 900 mm 8.800,00 + VAT 

MEDIUM 2.500 x 1.250 x 900 mm 8.250,00 + VAT 

 

 

  

➢ SPARE PARTS 
 

 

 
 

 

 

 

 

➢ DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

• Manual-cleaning cartridges Ø 320 x H = 660 mm: € 400,00 + VAT each 

• 1 pcs kit of wooden battens: € 420,00 + VAT 

• Electric start/stop switch: € 900,00 + VAT 

• Automatic filter cleaning equipment: € 1.300,00 + VAT 

http://www.airmec.net/
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2. SIMPLE EXTRACTOR BENCH 
The simple extractor bench is an economical alternative to the previously described extractor benches 

with self-cleaning system. The simple extraction bench, with 250 mm diameter collection outlets, must 

be connected to a centralized suction system. It is entirely made of sturdy galvanized sheet metal and the 

worktop is complete with wooden battens for easier handling of the workpiece. It is suitable for the suction 

and filtration of dust resulting from sanding work on small pieces that can be positioned on the bench 

itself, particularly suitable for small and medium-sized companies that do not need a larger and 

independent bench. 
 

 

 
 
 

 

MODEL DIMENSIONS PRICE €URO 

TYPE MEDIUM 2000 x 1000 x H = 900 mm €uro 1.900,00 + VAT 

TYPE MAXI 3000 x 1500 x H = 900 mm €uro 2.500,00 + VAT 
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3. DRY SPRAY BOOTH LUX SERIES – PATENTED 
Our "Patented" dry spray booths are made using high quality materials that guarantee increased 

efficiency and durability. 

The modular structure is made of press-folded galvanized sheet metal. The assembly takes place by 

bolting and with the use of specific products for aeronautical and naval use, totally excluding welding. 

The electrical components are IMQ marked and in accordance with the law. All the booths of our 

production are equipped with a Declaration of Conformity, CE mark and built in consideration of the 

current regulations on the subject. The design, the result of research and experience, classifies our spray 

booths among the most advanced and modern in Europe. 
 

TECHNICAL SPECIFICATIONS 

BOOTH TYPE 2 mt 3 mt 4 mt 5 mt 6 mt 
Motor Power 1,5 HP 4 HP 5,5 HP 2 x 3 HP 2 x 3 HP 

Absorbed Power 1,0 kW 3 kW 3,8 kW 2 x 2 kW 2 x 2 kW 

RPM 1.390 1.420 1.430 1.430 1.430 

Motor 
380 V – B5 

50 Hz – IP 55 
380 V – B5 

50 Hz – IP 55 
380 V – B5 

50 Hz – IP 55 
380 V – B5 

50 Hz – IP 55 
380 V – B5 

50 Hz – IP 55 
Prevalence mm 

H2O 
60 73 90 78 x 2 73 x 2 

Flow rate m3/h 4.500 6.300 9.000 10.800 12.600 
Sound Level 70 dB (A) 75 dB (A) 77 dB (A) 76 dB (A) 75 dB (A) 

I° stage of Andreae 

filters as an 

alternative to glass 

fiber panel filters 

N° 2 FILTERS 

Dim. 0,9 x 1,8 mt 
N° 2 FILTERS 

Dim. 0,9 x 2,8 mt 
N° 2 FILTERS 

Dim. 0,9 x 3,8 mt 
N° 2 FILTERS 

Dim. 0,9 x 4,8 mt 
N° 2 FILTERS 

Dim. 0,9 x 5,8 mt 

II° Stage of 

filtration 

N° 12 RVR 
CARTON 
FILTERS 

600x600x50 mm 

N° 16 RVR 

CARTON 

FILTERS 

600x600x50 mm 

N° 24 RVR 

CARTON 

FILTERS 

600x600x50 mm 

N° 28 RVR 

CARTON 

FILTERS 

600x600x50 mm 

N° 32 RVR 

CARTON 

FILTERS 

600x600x50 mm 

III° Stage of 

filtration 

Carbon weight 

N° 10 CARBON 
CYLINDERS 

Ø320/260 x H=500 

110 kg 

N° 14 CARBON 

CYLINDERS 

Ø320/260 x H=500 

155 kg 

N° 20 CARBON 

CYLINDERS 

Ø320/260 x H=500 

220 kg 

N° 24 CARBON 

CYLINDERS 

Ø320/260 x H=500 

265 kg 

N° 28 CARBON 

CYLINDERS 

Ø320/260 x H=500 

310 kg 

Maintenance 

system 
Frontal Frontal Frontal Frontal Frontal 

Tolerance ± 5% ± 5% ± 5% ±5% ± 5% 
 

NOTE: It is recommended to replace the 1st and 2nd stage modules; and never clean them for reuse. 

This particular attention will allow a longer duration of the activated carbon in the last stage. 

Furthermore, it is advisable to periodically check the level of activated carbon contained in the 

cylinder, which is reduced due to physiological consumption, obviously integrating with other carbon 

granules. 
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➢ OVERALL DIMENSIONS OF DRY SPRAY BOOTHS 

 

 
 

BOOTH 

TYPE 
A 

mm 
B 

mm 
C 

mm 
D 

mm 
E 

mm 
F 

mm 

2 mt 2.000 2.000 ± 2.300 750 2.250 120 1.000 

3 mt 3.000 2.000 ± 2.300 750 2.250 120 1.000 

4 mt 4.000 2.000 ± 2.300 800 2.250 120 1.000 

5 mt 5.000 2.000 ± 2.300 800 2.250 120 1.000 

6 mt 6.000 2.000 ± 2.300 830 2.250 120 1.000 
 
 
➢ OPTIONAL ED ACCESSORIES 
 

Conventional pre-wired electric switch (non-ATEX) with command via button for direct start and ceiling 

light: € 700.00 + VAT 
 
➢ SPARE PARTS 

 

• 2 CRTV = Glass fiber panel filter dim. 600x600x50 mm: € 12,50 + VAT each 

• 3 RV = Glass fiber filter in roll dim. 1,5 x 20 mt. (30 m2): € 260,00 + VAT each  

• 4 CAR-AN = Andreae filter dim. 0,9 x 10 mt: € 96,00 + VAT each 

• 5 C-AT = Activated carbon in 25 kg-bags: € 6,10/kg + VAT 

 
➢ DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

 

 

 

TYPE OF BOOTH 
 

PRICE €URO 

2 mt 6.650,00 + VAT 

3 mt 8.300,00 + VAT 

4 mt 9.400,00 + VAT 

5 mt 12.000,00 + VAT 

6 mt 13.100,00 + VAT 

http://www.airmec.net/
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4. DRY SPRAY BOOTH STANDARD SERIES – PATENTED 
This booth is suitable for the high efficiency suction and abatement of pigments and fumes emitted 

by spray painting performed with synthetic and/or organic and/or water solvents. 

The particular modular structure, made up of press-folded galvanized paneling, allows us to create a 

booth whose dimensions can be adapted to any environment or specific requirement of the customer. 

The power of the electric fan is specially designed to allow optimal suction without damaging the 

painting operations. 

Its installation solves the ADJUSTMENT PROBLEMS to current regulations on environmental 

pollution control. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

WORKING PRINCIPLE: Air containing varnishing pigments is filtrated in the following way: 

➢ Crossing of dry filters positioned on the front of the booth; 

➢ Pre-filter barrier crossing positioned behind the front; 

➢ Passing through activated carbon cartridges for the abatement of fumes. 

 

TECHNICAL SPECIFICATIONS 

MODEL ST 20 ST 24 ST 28 ST 32 ST 36 ST 40 ST 44 ST 48 ST 52 ST 56 ST 60 

Dimensions 

(mm) 

A 2.000 2.400 2.800 3.200 3.600 4.000 4.400 4.800 5.200 5.600 6.000 
B 1.250 – 2.050 – 2.450 – 3.250 

Hu 2.150 
Ht 2.350 

Andreae type 

frontal filters Nr 2 2 2 2 2 2 2 2 4 4 4 
Prefilters 

500 x 500 x 50 Nr 3 4 5 6 6 7 8 9 10 10 10 
Mesh cylinders 

Ø355/265 x 1000 Nr 4 4 5 5 6 6 7 7 8 9 10 

Activated carbon kg 95 95 115 115 140 140 165 165 185 210 235 

Air flow rate m3/h 3.860 3.860 4.830 4.830 5.800 5.800 6.760 6.760 7.730 8.700 9.660 

Electric fan power kW 2,2 3 3 3 4 4 4 2 x 3 2 x 3 2 x 3 2 x 3 

➢ STANDARD EQUIPMENT 

• Internal double suction electric fan; 

• Front dry filters (Andreae); 

• Internal dry filters (glass fiber panel filter dim. 500x500x50 mm); 

• Activated carbon in cylinder form (in models with activated carbon); 

• Interior lighting; 

• Electric control panel (with standard magnetothermic switches); 

• Cables for eletrical connections 

 

http://www.airmec.net/
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MODEL €URO MODEL €URO MODEL €URO MODEL €URO MODEL €URO 

DRY SPRAY BOOTHS COMPLETE WITH PURIFIER AND ACTIVATED CARBON CARTRIDGES 

ST 20/20 CC 6.160,00 ST 20/24 CC 6.600,00 ST 20/32 CC 7.040,00 ST 20/12 CC 5.720,00 ST 20/R CC 6.160,00 

ST 24/20 CC 6.490,00 ST 24/24 CC 6.820,00 ST 24/32 CC 7.480,00 ST 24/12 CC 5.940,00 ST 24/R CC 6.490,00 

ST 28/20 CC 6.820,00 ST 28/24 CC 7.480,00 ST 28/32 CC 8.140,00 ST 28/12 CC 6.160,00 ST 28/R CC 6.820,00 

ST 32/20 CC 7.150,00 ST 32/24 CC 7.700,00 ST 32/32 CC 8.580,00 ST 32/12 CC 6.380,00 ST 32/R CC 7.150,00 

ST 36/20 CC 7.700,00 ST 36/24 CC 8.140,00 ST 36/32 CC 9.020,00 ST 36/12 CC 6.820,00 ST 36/R CC 7.700,00 

ST 40/20 CC 8.140,00 ST 40/24 CC 8.580,00 ST 40/32 CC 9.350,00 ST 40/12 CC 7.150,00 ST 40/R CC 8.140,00 

ST 44/20 CC 8.800,00 ST 44/24 CC 9.350,00 ST 44/32 CC 11.000,00 ST 44/12 CC 7.700,00 ST 44/R CC 8.800,00 

ST 48/20 CC 10.120,00 ST 48/24 CC 11.440,00 ST 48/32 CC 12.540,00 ST 48/12 CC 8.800,00 ST 48/R CC 10.120,00 

ST 52/20 CC 11.440,00 ST 52/24 CC 12.980,00 ST 52/32 CC 13.420,00 ST 52/12 CC 9.900,00 ST 52/R CC 11.440,00 

ST 56/20 CC 12.760,00 ST 56/24 CC 14.080,00 ST 56/32 CC 14.520,00 ST 56/12 CC 11.000,00 ST 56/R CC 12.760,00 

ST 60/20 CC 14.080,00 ST 60/24 CC 14.960,00 ST 60/32 CC 15.840,00 ST 60/12 CC 12.100,00 ST 60/R CC 14.080,00 

  
MODELLO €URO MODELLO €URO MODELLO €URO MODELLO €URO MODELLO €URO 

DRY SPRAY BOOTHS WITHOUT ACTIVATED CARBON PURIFIER AND WITHOUT CARTRIDGES 

ST 20/20 SC 4.400,00 ST 20/24 SC 4.840,00 ST 20/32 SC 5.720,00 ST 20/12 SC 4.400,00 ST 20/R SC 4.840,00 

ST 24/20 SC 4.840,00 ST 24/24 SC 5.170,00 ST 24/32 SC 6.270,00 ST 24/12 SC 4.620,00 ST 24/R SC 5.170,00 

ST 28/20 SC 5.060,00 ST 28/24 SC 5.500,00 ST 28/32 SC 6.820,00 ST 28/12 SC 4.840,00 ST 28/R SC 5.500,00 

ST 32/20 SC 5.280,00 ST 32/24 SC 5.830,00 ST 32/32 SC 7.370,00 ST 32/12 SC 5.060,00 ST 32/R SC 5.830,00 

ST 36/20 SC 5.720,00 ST 36/24 SC 6.160,00 ST 36/32 SC 7.920,00 ST 36/12 SC 5.280,00 ST 36/R SC 6.160,00 

ST 40/20 SC 6.050,00 ST 40/24 SC 6.490,00 ST 40/32 SC 8.470,00 ST 40/12 SC 5.500,00 ST 40/R SC 6.490,00 

ST 44/20 SC 6.600,00 ST 44/24 SC 7.150,00 ST 44/32 SC 9.350,00 ST 44/12 SC 6.050,00 ST 44/R SC 7.150,00 

ST 48/20 SC 7.700,00 ST 48/24 SC 9.020,00 ST 48/32 SC 11.000,00 ST 48/12 SC 7.700,00 ST 48/R SC 9.020,00 

ST 52/20 SC 8.800,00 ST 52/24 SC 10.340,00 ST 52/32 SC 12.100,00 ST 52/12 SC 8.800,00 ST 52/R SC 10.340,00 

ST 56/20 SC 9.900,00 ST 56/24 SC 11.220,00 ST 56/32 SC 12.760,00 ST 56/12 SC 9.350,00 ST 56/R SC 11.220,00 

ST 60/20 SC 11.000,00 ST 60/24 SC 11.880,00 ST 60/32 SC 14.520,00 ST 60/12 SC 9.900,00 ST 60/R SC 11.880,00 

 

ST = DRY SPRAY BOOTH 

24/20 = WIDTH 2.400 MM – DEPTH 2.000 MM – EXTERNAL DIMENSIONS 

SC = WITHOUT ACTIVATED CARBON PURIFIER AND WITHOUT ACTIVATED CARBON CARTRIDGES 

CC = WITH ACTIVATED CARBON PURIFIER AND WITH ACTIVATED CARBON CARTRIDGES 

R CC = RAISED WITH ACTIVATED CARBON PURIFIER AND WITH ACTIVATED CARBON CARTRIDGES 

R SC = RAISED WITHOUT ACTIVATED CARBON PURIFIER AND WITHOUT ACTIVATED CARVON CARTRIDGES 

 
 

➢ OPTIONAL AND ACCESSORIES 
 

• Hour counter € 650,00 + VAT 

• Metal filter cell dim. 500x500 mm €210/each + VAT 
 

➢ DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

 
 

➢ SPARE PARTS 

 

1 CRTV = Glass fiber panel filter dim. 500x500x50 mm: € 10,00 + VAT each 

4 CAR-AN = Andreae filter dim. 0,9 x 10 mt: € 96,00 + VAT each 

5 C-AT = Activated carbon in 25 kg-bags: € 6,10/kg + VAT 
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5. MINI DRY SPRAY BOOTH 
The dry filtration booths have been designed for surface processing/applications that involve the use 

of spray guns or other tools that produce a cloud or overspray effect, such as occasional 

painting/retouching and non-destructive testing. 

The booths are completely made of sturdy first choice galvanized sheet metal, made up of panels 

worked with a numerically controlled punching machine and press-folded with a bending machine. 

All panels are lined with silicone sealants and bolted together with high strength bolts. 

The closet forms a suction cabinet with the first inclined suction veil at the front: this solution has 

been designed to optimize suction on the entire front surface of the cabin. The practical worktop can 

support the pieces to be treated and can be equipped with a turntable on request. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The filtering section consists of two filtration stages. 

1st stage: made up of a layer of sturdy cardboard with “Andreae” offset holes housed in special guides 

and fixed laterally with screw paper stop which make replacement very simple. 

2nd stage: 50 mm thick flat filter consisting of a U-profile frame in galvanized sheet metal, two 

containment meshes of electro-welded galvanized steel wire and filter media in glass fibers. 

3rd stage: drawer with a U-shaped frame in galvanized sheet metal, two containment nets of electro-

welded galvanized wire and activated carbon cylinders 

The electric aspirator is positioned in the upper part of the cabin and is composed of a three-phase 

motor and backward blade impeller and screw conveyor made of laser-cut, press-folded, calendered 

and welded sheet metal. 

 

http://www.airmec.net/
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TECHNICAL SPECIFICATIONS 

Overall dimensions 1500 x 900 mm 

Height 2.250 mm 

Internal dimensions 1440 x 900 mm 

Air flow rate 2.600 m3/h 

Residual pressure 25 mm H2O 

Motor power 1,1 kW 

Power supply 380 V Three-phase 

Filtering surface 13 m2 

Suggested piping diameter 250 mm 

 

 

 

TOTAL AMOUNT €URO 5.200,00 + VAT 

 

 
➢ DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 
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6. WATER WASH SPRAY BOOTH 

Our water wash spray booths are made using materials from leading brands that guarantee their 

efficiency and durability. The modular type structure is built in press-folded galvanized sheet metal. 

This machine is suitable for the suction and removal of pigments emitted by spray painting performed 

with synthetic and/or organic and/or water solvents. The particular modular structure, built with 

panels in press-folded galvanized sheet metal, allows us to create a cabin whose dimensions can be 

adapted to any environment or requirement specified by the customer. The electrical components are 

of the IMQ marked and in accordance with the law. All the booths of our production are equipped 

with a Declaration of Conformity, CE mark and built in consideration of the current regulations on 

the subject. The design, the result of research and experience, classifies our spray booths among the 

most advanced and modern in Europe. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1 CURTAIN SMALL TANK 1 CURTAIN EXTENDED TANK 3 CURTAINS EXTENDED TANK 

DIM. €URO DIM. €URO DIM. €URO 

2 x 2 mt ---------- 2 x 2 mt 6.200,00 2 x 2 mt ---------- 

3 x 2 mt 9.200,00 3 x 2 mt 10.600,00 3 x 2 mt 12.600,00 

3 x 2,5 mt 9.800,00 3 x 2,5 mt 11.500,00 3 x 2,5 mt 13.600,00 

4 x 2 mt 10.500,00 4 x 2 mt 12.800,00 4 x 2 mt 14.500,00 

4 x 2,3 mt 11.200,00 4 x 2,3 mt 13.800,00 4 x 2,3 mt 15.500,00 

5 x 2 mt 13.600,00 5 x 2 mt 15.200,00 5 x 2 mt 18.200,00 

5 x 2,3 mt 13.800,00 5 x 2,3 mt 15.500,00 5 x 2,3 mt 22.600,00 

6 x 2 mt 15.100,00 6 x 2 mt 16.300,00 6 x 2 mt 20.200,00 

6 x 2,3 mt 15.800,00 6 x 2,3 mt 18.200,00 6 x 2,3 mt 21.300,00 

 
➢ OPTIONAL AND ACCESSORIES: 
 

• Pre-wired electrical panel equipped with start / stop switches for motor, electric pump and lighting 

(ceiling light included): € 1,800.00 + VAT 

• Installation and start-up with fixed help from an unskilled worker: € 2,400.00 over 100 km. 

• The supply with stainless steel sheets involves a price increase of 20% only if requested. 
 

➢ DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 
€uro 1.300,00 + VAT 
 

➢ SPARE PARTS 

• CONDOR 120T type electric pump: € 1.200,00 + VAT 

• CONDOR 200T type electric pump: € 1.440,00 + VAT 

• Polypropylene random fill media: € 840,00/m3 + VAT 

• Flexible pipe for discharge: € 27,00/mt + VAT 

• 2” hose clamp: € 11,00 + VAT each 

 

http://www.airmec.net/
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➢ OVERALL DIMENSIONS OF WATER WASH SPRAY BOOTHS 

 

 
 

 

BOOTH TYPE 
 

A mm 
B mm 

(Extended tank) 
C mm 

(Small tank) 
 

D mm 
 

E mm 
 

F mm 
 

G mm 

2 mt 2.000 2.000 ÷ 2.300 1.000 300 2.120 120 630 
3 mt 3.000 2.000 ÷ 2.300 1.000 300 2.120 120 750 
4 mt 4.000 2.000 ÷ 2.300 1.000 300 2.120 120 750 
5 mt 5.000 2.000 ÷ 2.300 1.000 300 2.120 120 800 
6 mt 6.000 2.000 ÷ 2.300 1.000 300 2.120 120 750 

 

BOOTH TYPE 2 mt 3 mt 4 mt 5 mt 6 mt 

F
A

N
 

Installed motor power 1,5 HP 3 HP 3 HP 4 HP 2 x 3 HP 

Absorbed motor power 1,08 kW 2,1 kW 2,1 kW 2,8 kW 2 x 2,1 kW 

Rpm 1.390 1.420 1.420 1.430 1.420 

Motor 
380 V – B5 

 50 Hz – IP 55 
380 V – B5 

50 Hz – IP 55 
380 V – B5 

50 Hz – IP 55 
380 V – B5 

50 Hz – IP 55 
380 V – B5 

50 Hz – IP 55 

Prevalence 

mm H2O 

Max. 66 

Min. 32 

Max. 81 

Min. 38 

Max. 81 

Min. 38 

Max. 92 

Min. 29 

Max. 81 

Min. 38 

Air flow m3/h 
Min. 2.700 

Max. 7.650 

Min. 3.850 

Max. 10.800 

Min. 3.850 

Max. 10.800 

Min. 5.400 

Max. 17.000 

Min. 7.300 

Max. 21.600 

Sound level 70 dB (A) 74 dB (A) 74 dB (A) 75 dB (A) 74 dB (A) 

P
U

M
P

 

Pump type CONDOR 120 T CONDOR 120 T CONDOR 120 T CONDOR 200 T CONDOR 200 T 

Installed pump power 
        1,2 HP 

Connection 2” 

1,2 HP 

Connection 2” 

1,2 HP 

Connection 2” 

2 HP 

Connection 3” 

2 HP 

Connection 3” 

Pump flow 

Q= l/m 

Min. 0 

Max. 500 

Min. 0 

Max. 500 

Min. 0 

Max. 500 

Min. 100 

Max. 900 

Min. 100 

Max. 900 

Pump prevalence 

H = mt 

Max. 14 
Min. 2 

Max. 14 
Min. 2 

Max. 14 
Min. 2 

Max. 10 
Min. 1 

Max. 10 
Min. 1 

Pump type for 

3 curtain-tank booth 
--------- CONDOR 200 T CONDOR 200 T CONDOR 120 T CONDOR 120 T 

Pump power for 

3 curtain-tank booth 
--------- 

2 HP 
Connection 3” 

2 HP 
Connection 3” 

2 x 1,2 HP 
Connection 2” 

2 x 1,2 HP 
Connection 2” 

Pump flow rate 

Q= l/m 
--------- 

Min. 100 
Max. 900 

Min. 100 
Max. 900 

Min. 0 
Max. 500 

Min. 0 
Max. 500 

Pump prevalence 

H = mt 
--------- 

Max. 10 
Min. 1 

Max. 10 
Min. 1 

Max. 14 
Min. 2 

Max. 14 
Min. 2 

Polypropylene random fill 

media for scrubber 
0,4 m3 0,6 m3 0,8 m3 1 m3 1,2 m3 

Maintenance system Frontal Frontal Frontal Frontal Frontal 

Tolerance ± 5% ± 5% ± 5% ± 5% ± 5% 
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 AIRMEC SRL - VIA STAZIONE AREA PIP – 83010 TUFO (AV) – TEL/FAX +39.0825.998381 – P.IVA 01708040645 

e-mail: info@airmec.biz   http://www.airmec.net 

13 

 

 
 

 

 

Annex: WATER RECYCLER 
The water recycler is a machine for separating sludge 

from waste water deriving from painting processes. It is 

made of galvanized sheet metal, alternatively, upon 

request, they can be supplied in stainless steel recyclers, 

increasing the amount by 40%. By means of the open 

impeller electric pump located in the collection tank of 

the painting booth, the water saturated with sludge and 

particulate matter is aspirated, conveying it with a pipe to 

the filter holder tank. The dirty water begins to flow 

through the filters that retain the muddy slurry, causing 

the clear water to escape, which by gravity re-enters the 

spray booth tank. 

AIRMEC “RC H2O” water recyclers are equipped with a 

Declaration of Conformity, CE mark, and their 

construction complies with the regulations in force. 

 
 
 

  
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 

TOTAL AMOUNT €URO 6.400,00 + VAT 
 
 

The recycler must be equipped with an automatic by - pass system, with a monthly programmer that 

manages the filter change, it is also equipped with a motorized compressed air solenoid valve. 

 

ADDITIONAL COST €URO 2.200,00 + VAT 
 
 

• Spare part: TNT filter in polyester, Lu = 1.200 x Ø 350 mm: € 80,00 + VAT each 

 

 

OVERALL DIMENSIONS 

Length (Lu) Depth (P) Height (H) 

4.500 mm 1.000 mm 2.130 mm 

Standard equipment: 16 Filters, Ø350 mm, Lu=1200 mm 
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7. SANDING BOOTH CRT SERIES 
Our sanding booths are made by the use of primary brand materials that guarantee their efficiency 

and durability. The structure is modular built with press-folded and bolted galvanized sheet panels. 

This machine is particularly suitable for vacuuming and removing residues from the sanding of dusty 

materials. 

The electrical components used are of the IMQ marked and in accordance with the law. Our sanding 

booths are equipped with a User Manual, Declaration of Conformity and CE mark and built in 

accordance with the relevant regulations in force. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BOOTH TYPE LENGHT (mt) POWER (HP) PRICE €URO 

CRT 3000 3 mt 5.5 HP 19.000,00 + VAT 

CRT 4000 4 mt 7.5 HP 22.500,00 + VAT 

CRT 5000 5 mt 2 x 4 HP 26.000,00 + VAT 

CRT 6000 6 mt 2 x 5.5 HP 30.000,00 + VAT 
 

 

 

➢ DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 
€uro 1.300,00 + IVA 

 

 
➢ STANDARD EQUIPMENT 

 

• Filter cartridges 

• Automatic pneumatic cleaning system 
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8. “CS” MODEL GRINDING BOOTH 
The CS model grinding booths have been designed following criteria of versatility, modularity and 

efficiency and are built entirely with press-folded and bolted galvanized sheet panels. 

The operating principle of the CS model cartridge grinding booth is simple and effective; through the 

centrifugal aspirator mounted on the roof of the cabin, a depression is created which causes the forced 

circulation of an air flow that conveys the dust through the cartridge filters without harmful dispersion 

into the environment. The air, perfectly purified, is expelled by the centrifugal extractor whose 

characteristics are such as to ensure suction speed on the front in compliance with current regulations. 

The booth is also supplied complete with a cyclic programmer for automatic cleaning of the filter 

cartridges with compressed air. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

TECHNICAL SPECIFICATIONS 

MODEL CS – 3 METERS CS – 4 METERS CS – 5 METERS 

FLOW RATE 6.000 m3/h 7.875 m3/h 10.000 m3/h 

MAX WORKING 

PRESSURE 
5 bar 5 bar 5 bar 

FAN 4 HP – 3 kW 5,5 HP – 4 kW 2 x 3 HP– 2,2 kW 

FILTERING 

SURFACE 
95 m2 132 m2 170 m2 

CARTRIDGE 5 x Ø325 mm 7 x Ø325 mm 9 x Ø325 mm 

OVERALL 

DIMENSIONS 

B x P x H mm 

3.000 x 2.000 

H = 3.200 

4.000 x 2.000 

H= 3.200 

5.000 x 2.000 

H= 3.200 

PRICE €URO 18.000,00 + VAT 19.500,00 + VAT 23.000,00 + VAT 

 
➢ OPTIONAL 

• Conventional (non-ATEX) pre-wired magnetothermic switch with direct start button control 

including lighting: Price €uro 700,00 + VAT 

 
➢ DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

 
 

http://www.airmec.net/


 
 AIRMEC SRL - VIA STAZIONE AREA PIP – 83010 TUFO (AV) – TEL/FAX +39.0825.998381 – P.IVA 01708040645 

e-mail: info@airmec.biz   http://www.airmec.net 

16 

 

 
 

 

 

9. PRESSURIZED MODEL SPRAY BOOTH 
 

A) PRESSURIZED CHAMBER 

This painting system will be installed in rooms having the dimensions shown in the table below. The 

room will be built with walls and roof in sandwich panel (40 mm thick), inside which will be installed: 

a water wash spray booth with sunken or dry tank; a hot air inlet plenum obtained through the external 

installation of a generator with a diesel/methane burner or alternatively with an air/water heat 

exchange coil. The entrance inside the room will be obtained through a double door and a small door 

with a panic bar. 

We give a description of the materials that are part of the pressurized chamber to be supplied to make 

the system described in question operational. 

 

❖ Pressurized local 

Pressurized chamber made with walls in sandwich panel thickness 40 mm and structure of painted 

tubular support, equipped with double-leaf door dim. 3.000 x 2.850 mm and security door with panic 

bar, both with portholes for internal viewing. 

 

❖ Air inlet plenum 
Air inlet plenum made with press-folded and bolted structure and panels in galvanized sheet metal, 

equipped with post-filtration in unbreakable fabric with micro-mesh back support. 

 

❖ Local air inlet fan 
LR type single inlet centrifugal fan complete with three-phase motor, with impeller backward blades 

perfectly balanced both statically and dynamically. 
 

❖ Connection pipes 
The supply is complete with air expulsion chimney with sampling nozzle, pipes and pieces special 

for connecting the systems, all made of galvanized sheet metal of adequate thickness and diameter 

(with the exception of the burner smoke expulsion which will be in stainless steel). 

 

❖ External air pre-filter 
Prefilter on external air inlet made with press-folded and bolted galvanized sheet panels, complete 

with pocket filters in synthetic fabric and terminal with bird net. 
 

In addition to item A, the components described below must be added. 

 

B) SPRAY BOOTH WITH ONLY ONE FRONT CURTAIN 

Water wash spray booth with extended tank, consisting of a group of nebulizers for counter-current 

washing of the air (effective system for removing paint). Structure in galvanized press-folded sheet, 

assembled with the coupling of pins and nuts. 

The curtain is made in the standard version in galvanized sheet metal (on request in stainless steel 

with a 20% price increase). The air flow is generated by an explosion-proof electric fan with ATEX 

motor placed on the roof of the cabin, with a low noise level, high efficiency and flow rate type. 

In the tank there is a constant recirculation of water, generated by a submerged electric pump placed 

in the tank, equipped with a damper for regulating the flow rate and for easy maintenance. The 

painting is done by hand on a revolving trolley. 
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C) DRY SPRAY BOOTH (as an alternative to item B) 
 

Dry spray booth made by using materials of primary brands that guarantee efficiency and durability 

over time. The modular type structure is built in press-folded galvanized sheet metal. The assembly 

takes place by bolting and with the use of specific products for aeronautical and naval use, totally 

excluding welding. The electrical components are of the IMQ marked and in accordance with the 

law. All the booths of our production are equipped with a Declaration of Conformity, CE mark and 

built in consideration of the current regulations on the subject. 

 
D) HOT AIR GENERATOR 

Hot air generator, positioned outside and set up for fueling with diesel or methane; it takes the external 

air through a prefilter and conveys it heated, through the plenum, inside the room. 

The hot air generators vary from 100,000 to 250,000 kcal/h, are monobloc and consist of: 

• Three pass smoke heat exchanger, with stainless steel combustion chamber, quality steel smoke 

pipes and inspection doors; 

• Burner smoke expulsion chimney in stainless steel; 

• External casing in galvanized sheet, with antiradiant thermal insulation; 

• Inlet unit with double suction electric fan complete with three-phase motor; 

• Gas oil or methane burner complete with electrical equipment and power supply ramp. 
 

E) THERMAL EXCHANGE BATTERY (as an alternative to item D) 

Consisting of a heat exchange section complete with coil holder frame in galvanized sheet metal and 

water coil in copper and aluminum, complete with connections to the inlet piping. 

 

➢ ELECTRICAL COMPONENTS 

Electrical equipment complete with electrical cables and wiring elements for command and 

management of electric fans, electric pump, burner and ceiling lights, all managed by a control panel 

located nearby, built in accordance with current regulations. 

 

INSTALLATION IN ITALY 

Transport and installation with our specialized technical staff, including consumables such as bolts 

and sealant, user manual and Declaration of Conformity. 

 
INSTALLATION ABROAD  

Installation with our specialized technical staff, including consumables such as bolts and sealant, user 

manual and Declaration of Conformity. 

All expenses relating to travel, accommodation, travel, food, accommodation are charged to the 

customer (client); moreover, fixed help from at least two workers is required. 
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PRICE LIST EXLUDING VAT 

PRESSURIZED CHAMBER 8000 x 4000 

CHAMBER WATER 

BOOTH 
DRY 

BOOTH 
HOT AIR 

GENERATOR 
BATTERY ELECTRICAL 

COMPONENTS 
INSTALL. 

ITALY 

INSTALL. 

ABROAD 

€ 28.000,00 € 13.800,00 € 9.400,00 € 11.000,00 € 4.000,00 € 7.000,00 € 6.000,00 € 9.000,00 
 

PRESSURIZED CHAMBER 8000 x 5000 

CHAMBER 
WATER 

BOOTH 

DRY 

BOOTH 

HOT AIR 

GENERATOR 
BATTERY 

ELECTRICAL 

COMPONENTS 

INSTALL. 

ITALY 

INSTALL. 

ABROAD 

€ 34.000,00 € 15.500,00 € 12.000,00 € 11.000,00 € 4.000,00 € 7.000,00 € 6.000,00 € 9.000,00 

 

PRESSURIZED CHAMBER 8000 x 6000 

CHAMBER WATER 

BOOTH 
DRY 

BOOTH 
HOT AIR 

GENERATOR 
BATTERY ELECTRICAL 

COMPONENTS 
INSTALL. 

ITALY 

INSTALL. 

ABROAD 

€ 34.500,00 € 18.200,00 € 13.100,00 € 15.000,00 € 4.000,00 € 7.000,00 € 5.000,00 € 10.000,00 

 

PRESSURIZED CHAMBER 10000 x 4000 
 

CHAMBER WATER 

BOOTH 
DRY 

BOOTH 
HOT AIR 

GENERATOR 
BATTERY ELECTRICAL 

COMPONENTS 
INSTALL. 

ITALY 

INSTALL. 

ABROAD 

€ 37.000,00 € 13.800,00 € 9.400,00 € 15.000,00 € 4.000,00 € 9.000,00 € 7.000,00 € 10.000,00 

 

PRESSURIZED CHAMBER 10000 x 5000 

CHAMBER WATER 

BOOTH 
DRY 

BOOTH 
HOT AIR 

GENERATOR 
BATTERY ELECTRICAL 

COMPONENTS 
INSTALL. 

ITALY 

INSTALL. 

ABROAD 

€ 39.000,00 € 15.500,00 € 12.000,00 € 15.000,00 € 4.000,00 € 9.000,00 € 7.000,00 € 10.000,00 

 

PRESSURIZED CHAMBER 10000 x 6000 

CHAMBER WATER 

BOOTH 
DRY 

BOOTH 
HOT AIR 

GENERATOR 
BATTERY ELECTRICAL 

COMPONENTS 
INSTALL. 

ITALY 

INSTALL. 

ABROAD 

€ 41.000,00 € 18.200,00 € 13.100,00 € 15.000,00 € 4.000,00 € 9.000,00 € 7.500,00 € 11.000,00 

 

PRESSURIZED CHAMBER 12000 x 6000 

CHAMBER WATER 

BOOTH 
DRY 

BOOTH 
HOT AIR 

GENERATOR 
BATTERY ELECTRICAL 

COMPONENTS 
INSTALL. 

ITALY 

INSTALL. 

ABROAD 

€ 43.500,00 € 18.200,00 € 13.100,00 € 16.500,00 € 4.500,00 € 11.000,00 € 8.000,00 € 11.500,00 

 

PRESSURIZED CHAMBER 12000 x 8000 

CHAMBER 
WATER 

BOOTH 

DRY 

BOOTH 

HOT AIR 

GENERATOR 
BATTERY 

ELECTRICAL 

COMPONENTS 

INSTALL. 

ITALY 
INSTALL. 

ABROAD 

€ 46.000,00 € 27.600,00 € 18.800,00 € 16.500,00 € 4.500,00 € 11.000,00 € 8.500,00 € 12.000,00 

 NOTE 2 NOTE 1    

 

NOTE 1: If the hot air generator is used, the battery is excluded; otherwise, if the battery is used, the 

hot air generator is excluded, in this case a boiler for the production of hot water is required, which 

remains the responsibility of the customer. 
 

NOTE 2: If the water spray booth is used, the dry spray booth is excluded, vice versa. 
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NOTE 3: The water booth is always intended with frontal curtain only and the width of the tank is 

2,300 mm. 

 

 
 

 
 

 
➢ DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 
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10. ACTIVATED CARBON FILTER  
The AIRMEC activated carbon filter finds its optimal application in the treatment of emissions from 

processes of chemical and manufacturing industries with solvent emissions (industries that use paints, 

graphic industries, dry cleaners, degreasing of the mechanical industry, fiber industry, rubber and 

artificial leathers) and many chemical processes involving oxidation reactions of organic substances 

in air flow. Another typical field of application is the control of odors in the food and chemical 

industries and in various industrial activities. 

Our filters represent the most up-to-date answer to the problem of air pollution in the workplace. 

The considerable amount of activated carbon contained in all versions, and the particular containment 

cartridge of the patented filter allows the gaseous pollutants of the emission to be reduced with 

increased efficiency, ensuring compliance with current international regulations. 

The unit consists of a structure of galvanized sheet panels (painted on request) bolted together that is 

housed inside: 

➢ Filtering section: made up of glass fiber panel filters (for painting operations) or metal mesh and 

synthetic fabric filters that can be removed from the front through inspection panels and are suitable 

for capturing solid pigments. 

➢ Activated carbon section: it is intended for the absorption of the gaseous phase of the emission, 

that is, of the organic solvents contained in the paint. 

➢ Fan section: consisting of an electric fan (to be quantified separately) with direct coupling placed 

before or after the filter. 

All the carbon filters of our production are equipped with a Declaration of Conformity, CE mark and 

built in consideration of the current regulations on the subject. 
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TECHNICAL SPECIFICATIONS OF STANDARD FILTER 

MODEL 

6 ACTIVATED 

CARBON 

BASKETS 

3 x 2 

9 ACTIVATED 

CARBON 

BASKETS 

3 x 3 

12 ACTIVATED 

CARBON 

BASKETS 

4 x 3 

15 ACTIVATED 

CARBON 

BASKETS 

5 x 3 

18 ACTIVATED 

CARBON 

BASKETS 

6 x 3 

I° Stage of 

filtration 
N° 1 Metal filter 

1185 x 800 x 50 
N° 2 Metal filters 

1185 x 600 x 50 
N° 2 Metal filters 

1185 x 800 x 50 
N° 2 Metal filters 

1185 x 1000 x 50 
N° 4 Metal filters 

1.185 x 597 x 50 

II° Stage of 

filtration 

N° 6 CARBON 
CYLINDERS 

Ø340/190 H1000 

N° 9 CARBON 

CYLINDERS 

Ø340/190 H1000 

N° 12 CARBON 

CYLINDERS 

Ø340/190 H1000 

N° 15 CARBON 

CYLINDERS 

Ø340/190 H1000 

N° 18 CARBON 

CYLINDERS 

Ø340/190 H1000 

Carbon weight 210 kg 315 kg 420 kg 525 kg 630 kg 

Max flow rate 8.400 m3/h 12.600 m3/h 16.800 m3/h 21.000 m3/h 25.200 m3/h 

Maintenance 

system 
Frontal Frontal Frontal Frontal Frontal 

OVERALL DIMENSIONS IN MM 

A 960 1.400 1.800 2.200 2.700 
B 1.250 1.250 1.250 1.250 1.250 
H 2.000 2.000 2.000 2.000 2.000 

Height c.s. 500 500 500 500 500 

Inlet 800 x 250 

FILTER PRICE LIST WITHOUT FAN 

PRICE € 6.500,00 € 8.000,00 € 9.900,00 € 10.900,00 € 12.500,00 

 

➢ ACCESSORIES 
• DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

• For the construction in stainless steel, increase the amount by 30% 
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TECHNICAL SPECIFICATIONS OF LUX MODEL - PATENTED 

MODEL 

6 ACTIVATED 

CARBON 

BASKETS 

3 x 2 

9 ACTIVATED 

CARBON 

BASKETS 

3 x 3 

12 ACTIVATED 

CARBON 

BASKETS 

4 x 3 

15 ACTIVATED 

CARBON 

BASKETS 

5 x 3 

18 ACTIVATED 

CARBON 

BASKETS 

6 x 3 

I° Stage of 

filtration 

N° 16 GLASS 

FIBER PANEL 

FILTER 

600x600x50 

N° 26 GLASS 

FIBER PANEL 

FILTER 

600x600x50 

N° 32 GLASS 

FIBER PANEL 

FILTER 

600x600x50 

N° 40 GLASS 

FIBER PANEL 

FILTER 

600x600x50 

N° 48 GLASS 

FIBER PANEL 

FILTER 

600x600x50 

II° Stage of 

filtration 

N° 6CARBON 

CYLINDERS 

Ø340/190 H1000 

N° 9 CARBON 

CYLINDERS 

Ø340/190 H1000 

N° 12 CARBON 

CYLINDERS 

Ø340/190 H1000 

N° 15 CARBON 

CYLINDERS 

Ø340/190 H1000 

N° 18 CARBON 

CYLINDERS 

Ø340/190 H1000 

Carbon weight 210 kg 315 kg 420 kg 525 kg 630 kg 

Max flow rate 8.400 m3/h 12.600 m3/h 16.800 m3/h 21.000 m3/h 25.200 m3/h 

Maintenance 

system 

apertura 

Frontal Frontal Frontal Frontal Frontal 

OVERALL DIMENSION IN MM 

A 1.000 1.400 1.800 2.200 2.700 
B 1.250 1.250 1.250 1.250 1.250 
H 3.100 3.100 3.100 3.100 3.100 

Height c.s. 500 500 500 500 500 

Inlet 
 

800 x 250 

FILTER PRICE LIST WITHOUT FAN 

PRICE € 7.000,00 € 8.700,00 € 10.500,00 € 12.300,00 € 14.300,00 

 

➢ ACCESSORIES 
• DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

• For the construction in stainless steel, increase the amount by 30% 
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TECHNICAL SPECIFICATIONS OF MAXI MODEL - PATENTED 

MODEL 

24 ACTIVATED 

CARBON 

BASKETS 

4 x 6 

28 ACTIVATED 

CARBON 

BASKETS 

4 x 7 

32 ACTIVATED 

CARBON 

BASKETS 

4 x 8 

36 ACTIVATED 

CARBON 

BASKETS 

4 x 9 

40 ACTIVATED 

CARBON 

BASKETS 

4 x 10 

I° Stage of 

filtration 

alternative 

N° 72 GLASS 

FIBER PANEL 

FILTERS 

500x500x50 mm 

N° 84 GLASS 

FIBER PANEL 

FILTERS 

500x500x50 mm 

N° 96 GLASS 

FIBER PANEL 

FILTERS 

500x500x50 mm 

N° 108 GLASS 

FIBER PANEL 

FILTERS 

500x500x50 mm 

N° 120 GLASS 

FIBER PANEL 

FILTERS 

500x500x50 mm 

II° Stage of 

filtration 

N° 24 CARBON 
CYLINDERS 

Ø340/190 H1000 

N° 28 CARBON 
CYLINDERS 

Ø340/190 H1000 

N° 32 CARBON 
CYLINDERS 

Ø340/190 H1000 

N° 36 CARBON 
CYLINDERS 

Ø340/190 H1000 

N° 40 CARBON 
CYLINDERS 

 Ø340/190 H1000 

Carbon weight 840 kg 980 kg 1.120 kg 1.260 kg 1.400 kg 

Max flow rate 33.600 m3/h 39.200 m3/h 44.800 m3/h 50.400 m3/h 56.000 m3/h 

Maintenance 

system 

manutenzione 

Frontal Frontal Frontal Frontal Frontal 

OVERALL DIMENSIONS IN MM 

A 2.475 2.850 3.225 3.600 3.975 

B 1.550 1.550 1.550 1.550 1.550 

H 3.000 3.000 3.000 3.000 3.000 

Height c.s. 500 500 500 500 500 

PRICE LIST WITHOUT FAN 

PRICE € 17.500,00 € 21.000,00 € 24.200,00 € 27.200,00 € 30.000,00 

 

 

NOTE: Alternatively, the first stage also in this case can be requested with a series of metal mesh 

filters. 

 

 

 
➢ ACCESSORIES 
• DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

• For the construction in stainless steel, increase the amount by 30% 
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11. “VOC” FILTERING TOWER WITH ACTIVATED CARBON – PATENTED 
The “TOWER MODEL” activated carbon filter is a type of 

“disposible” adsorber filter, ideal for retaining effluents with hign 

concentrations of Volatile Organic Compounds.  

The filtering group, in addition to ensuring a high filtration 

efficiency, guarantees a significant duration of the expected 

activated carbon charge. 

It’s made through a series of rings in galvanized sheet metal with 

junction flanges and supported by a structure in metal profiles, the 

filter is supplied complete with hoppers with control dampers that 

make the activated carbon very simple and fast discharge. 

All models are complete with air inlet fitting, coal loading 

compartment with inspection door, ladder and balcony for access to 

the loading compartment and the sampling point. 

All the carbon filters of our production are equipped with 

Declerationg of Conformity, CE mark and built in consideration of 

the current regulations on the subject. 

 

 

 

 

 

 

 

TECHNICAL SPECIFICATIONS 

MODEL T20 T25 T30 T35 T40 

Cylinder 

numbers 
7 7 7 7 7 

Activated 

carbon 
1540 kg 1925 kg 2300 kg 2700 kg 3080 kg 

Diameter 2.400 mm 2.400 mm 2.400 mm 2.400 mm 2.400 mm 

Height 5.000 mm 5.500 mm 6.000 mm 6.500 mm 7.000 mm 

Max flow rate 38.500 m3/h 48.200 m3/h 57.750 m3/h 67.400 m3/h 77.000 m3/h 

PRICE LIST WITHOUT FAN 

PRICE 29.000,00 31.000.00 34.000,00 37.500,00 41.000,00 

 

NOTE: Any prefilter to be quantified separately. 

 
➢ ACCESSORIES 
• DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

• For the construction in stainless steel, increase the amount by 30% 
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12. AIR INLET PLENUM 

This type of filtration is suitable wherever it is necessary to pressurize an environment that requires 

a continuous exchange of treated air. The filtration unit is represented by a sturdy supporting structure 

in galvanized steel sheet and filters contained therein. The filter material is of the high-performance 

type treated by a special process on the air outlet side. Their modular structure makes them adaptable 

to different flow rate needs. 

 

 

 

 

 

" UNIDIRECTIONAL" PLENUM QUOTATION 
- WITHOUT FAN - 

 
(according to pre-established standard dimensions) 

 

PRICE LIST EXCLUDING VAT 

A x B mm 2000 3000 4000 5000 6000 7000 8000 

1000 1.320,00 1.760,00 2.200,00 2.750,00 3.080,00 3.630,00 4.180,00 

2000 2.200,00 2.860,00 3.300,00 3.740,00 4.400,00 6.380,00 7.260,00 

3000 2.860,00 4.620,00 5.500,00 6.600,00 7.920,00 9.020,00 10.780,00 

4000 3.300,00 5.500,00 6.820,00 7.700,00 8.800,00 11.000,00 12.540,00 

 

PRICES FOR PRE-FILTER WITHDRAWAL OF EXTERNAL AIR 
 

PRICE LIST EXCLUDING VAT 

TYPE AIR FLOW DIMENSIONS PRICE 

4 BAG FILTERS 

600x600x300 mm 
Up to 10.000 m3/h 

1250 x H=1250 mm 

Depth = 500 mm 
 € 2.000,00 

6 BAG FILTERS 

600x600x300 mm 
Up to 15.000 m3/h 

1250 x H=1850 mm 

Depth = 500 mm 
€ 2.700,00 

8 BAG FILTERS 

600x600x300 mm 
Up to 20.000 m3/h 

1250 x H=2450 mm 

Depth = 500 mm 
€ 3.400,00 

12 BAG FILTERS 

600x600x300 mm 
Up to 25.000 m3/h 

2450 x H=1850 mm 

Depth = 500 mm 
€ 4.700,00 

15 BAG FILTERS 

600x600x300 mm 
Up to 35.000 m3/h 

3050 x H=1850 mm 

Depth = 500 mm 
€ 6.100,00 

 

TECHNICAL SPECIFICATIONS 

Plenum height ~ 400 mm 

Capture capacity < 97 % 

Initial pressure drop 80 Pa 

Final pressure drop 400 Pa 

Dust accumulation 180 gr/m2 

Max service temperature 100 °C 

Capacity/Flow rate 1080 m3/(h.m2) 
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13. MANUAL IMPREGNATION TANK 
New generation flow-coating tank for the impregnation of wooden doors and windows, specially 

designed and in particular for systems for manual overhead handling. This tank is built entirely of 

galvanized sheet metal with rear wall, high side walls and tub, bottom equipped with an additional 

small tank with gate valves and drain that allows complete emptying for washing and color change. 

This tub has many innovative features such as: 

a. It allows to impregnate the frames in vertical position without having to turn them; 

b. Thanks to the sloping rear wall and the support rack, it also allows easy access to the rear side 

of the product; 

c. Trolley for easy movement. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MODEL DIMENSIONS Execution in 

galvanized 

sheet 

€ 6.000,00 Base (B) 1.200 mm 

Length (L) 3.000 mm 

Height of the tub 300 mm 
Execution in 

Aisi 304 
€ 4.000,00 Height of the walls (C) 1.700 mm 

Pump delivery complete with gun and hoses 
 

30 L/min 

 

Prices for the tank only without electric pump, gun and hoses: 
 

• €uro 2.400,00 execution in galvanized sheet 
 

• €uro 4.400,00 execution in Aisi 304 
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ASPIRATION AND FILTRATION OF DUST AND FUMES 

14. FCPA SERIES SELF-CLEANING CARTRIDGE FILTER – PATENTED 
This type of filter is a cartridge filter with counter-current washing cleaning by means of compressed 

air and operation in depression for the treatment of fumes and dust generated by welding, oxy-fuel, 

plasma cutting, laser cutting and operations with the production of powders not expressly indicated. 

The dusty air enters the inlet pre-chamber through the detachment made in the paneling, where, due 

to the decrease in speed, the coarse particles settle. 

The fine particles, on the other hand, rise up through the body and the polluted air flows through the 

filter media (cartridges in antistatic polyester fabric) from the outside to the inside, thus the dust is 

deposited externally, while the air rises and comes out purified. The progressive deposition of dust 

makes it necessary to periodically clean the cartridges which takes place by means of membrane 

solenoid valves managed by a cyclic programmer with pause-work timer; the cartridges are replaced 

from the roof through inspection doors. 

The filter is made of sturdy 30/10 thick sheet metal welded and painted with a double coat of anti-

rust and enamel finish supported by a special structure in metal profiles. 

The proposed filtration system complies with the provisions of the Regional Council Resolution nr. 

243 of 08/05/2015 and is supplied complete with use and maintenance manual and CE declaration of 

conformity. 

These filters are not suitable for use in areas with potentially explosive atmospheres. 
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➢ STANDARD EQUIPMENT 
 

Filter cartridges in antistatic fabric, pneumatic cleaning system with sequential electrical panel, 

collection bins, differential pressure switch. 

 

 

TECHNICAL SPECIFICATIONS 

MODEL FPAC 6 FPAC 9 FPAC 12 FPAC 15 FPAC 18 FPAC 21 

Dimensions 

A X B [mm] 
1.100 x 1.500 1.500 x 1.500 1.900 x 1.500 2.400 x 1.500 2.800 x 1.500 3.200 x 1.500 

Height 

[mm] 
4.200 4.200 4.200 4.200 4.200 4.200 

Number and 
dimensions of 

cartridges 

6 

Ø325 x 1200 

mm 

9 

Ø325 x 1200 

mm 

12 

Ø325 x 1200 

mm 

15 

Ø325 x 1200 

mm 

18 

Ø325 x 1200 

mm 

21 

Ø325 x 1200 

mm 

Filtering surface 120 m2 180 m2 240 m2 300 m2 360 m2 420 m2 

Max flow rate 

[m3/h] 
7.000 10.500 14.000 17.500 21.000 24.500 

Compressed air 

pressure 
6/7 bar 6/7 bar 6/7 bar 6/7 bar 6/7 bar 6/7 bar 

PRICE € 13.700,00 € 16.800,00 € 20.200,00 € 24.300,00 € 28.000,00 € 32.400,00 

 

NOTE: For powders with a particle size lower than 1 micron, the maximum flow rates that can be 

treated by the filters are lower, i.e. the following: 

 

MODEL FPAC 6 FPAC 9 FPAC 12 FPAC 15 FPAC 18 FPAC 21 

Max flow rate 

[m3/h] 
3.150 4.700 6.300 7.850 9.400 11.000 

 

 

➢ OPTIONAL AND ACCESSORIES 
 

• Rotory valve complete with gearmotor: €uro 2.800,00 + VAT 

• Explosion-proof panel: €uro 1.200,00 + VAT each 

• Scale and protection increase the cost by 10% of total filter amount 

• DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 
€uro 1.300,00 + VAT 
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15. ‘’MINUS’’ MODEL SELF-CLEANING CARTRIDGE FILTER 
This type of filter is a cartridge filter with counter-current washing cleaning by means of compressed 

air and operation in depression for the treatment of fumes and dust generated by welding, oxy-fuel, 

plasma cutting, laser cutting and operations with the production of powders not expressly indicated. 

The dusty air enters the inlet pre-chamber through the detachment made in the paneling, where, due 

to the decrease in speed, the coarse particles settle. 

The fine particles, on the other hand, rise up through the body and the polluted air flows through the 

filter media (cartridges in antistatic polyester fabric) from the outside to the inside, thus the dust is 

deposited externally, while the air rises and comes out purified. The progressive deposition of dust 

makes it necessary to periodically clean the cartridges which takes place by means of membrane 

solenoid valves managed by a cyclic programmer with pause-work timer; the cartridges are replaced 

from the front through the inspection door. 

The filter is made of sturdy welded and painted sheet metal with a double coat of anti-rust and enamel 

finish supported by a special structure in metal profiles 

The proposed filtration system complies with the provisions of the Regional Council Resolution nr. 

243 of 08/05/2015 and is supplied complete with use and maintenance manual and CE declaration of 

conformity. 

These filters are not suitable for use in areas with potentially explosive atmospheres. 
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TECHNICAL SPECIFICATIONS 

MODEL FPAC 4 FPAC 6 

Dimensions 

A X B [mm] 
1.100 x 1.300 1.100 x 1.300 

Height 

[mm] 
2.450 2.800 

Number and dimensions of 

cartridges 

4 

Ø300 x 660 mm 

 

6 

Ø300 x 660 mm 

 

Filtering surface 54 m2 81 m2 

Max air flow rate 

[m3/h] 
3.250 4.900 

Prevalence 

[mm H2O] 
170 190 

Installed motor power 2,2 kW 4 kW 

Sound level 67 dB (A) 69 dB (A) 

Compressed air pressure 6/7 bar 6/7 bar 

PRICE €URO 9.800,00 + VAT 11.000,00 + VAT 

 

 

➢ STANDARD EQUIPMENT 

Filter cartridges in antistatic fabric, pneumatic cleaning system with sequential electrical panel with 

pressure drop reading, collection bin, metal mesh prefilter. 

 

➢ OPTIONAL AND ACCESSORIES 

• Pre-wired magnetothermic switch with push button control for direct start:  €uro 460,00 + VAT 

• Rotory valve complete with gearmotor: €uro 2.800,00 + VAT 

• Explosion-proof panel: €uro 1.200,00 + VAT each 

• Scale and protection increase the cost by 10% of total filter amount 

 

• DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 
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16. FMPA SERIES SELF-CLEANING BAG FILTERS - PATENTED 
The FMPA series bag filter is suitable for suction and filtration with increased efficiency of materials 

and dust of any kind with the exception of explosive or detonating materials. 

The particular structure made with press-folded and bolted galvanized sheet metal paneling makes it 

easy to transport as well as assembly. 

In addition, its modularity allows the creation of a wide range of models for each specific requirement 

of capacity and space. 

The standard equipment includes a system capable of automatically ensuring the cleaning of the 

filtration unit, relieving the operator of the tasks of periodic maintenance of the bags. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

➢ STANDARD EQUIPMENT 
 

Bag filters in anti-static 500 gr/m2 needle-punched fabric, filter chamber flooding system (water 

supply to be supplied by the customer), pneumatic cleaning system with sequential electrical panel, 

collection bins, railing and ladder (in the FMPA 120-160-200-240 models). 

 
➢ OPTIONAL AND ACCESSORIES 

• Rotory valve complete with 2 HP gearmotor: €uro 2.800,00 + VAT 

• Differential pressure switch: €uro 1.300,00 + VAT 

• Electric panel for auger starting: €uro 5.000,00 + VAT 

• Motor for increased screw conveyor: €uro 300,00 + VAT 

 

• DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 
 
 

MODEL FMPA 40 FMPA 80 FMPA 120 FMPA 160 FMPA 200 FMPA 240 
Dim. A x B mm 2.100 x 950 1.900 x 2.100 2.850 x 2.100 3.800 x 2.100 4.750 x 2.100 5.700 x 2.100 

Height mm 5.000 6.000 circa 8.500 circa 8.500 circa 8.500 circa 8.500 circa 
Bag filters Ø150 x H 3000 40 80 120 160 200 240 

Filtering surface 57 m2 114 m2 171 m2 228 m2 285 m2 342 m2 
Air flow rate m3/h 7.600 15.100 23.000 30.200 37.800 45.200 

Screw conveyor with 
gearmotor 

2 HP 2 HP 2 HP 2 HP 2 HP 2 HP 

Price with bins € 19.200,00 € 28.800,00 € 42.000,00 € 54.000,00 € 67.200,00 € 80.400,00 
Price with screw conveyor € 24.600,00 € 34.800,00 € 48.600,00 € 61.200,00 € 75.600,00 € 90.000,00 

Pre-chanber price € 3.000,00 € 3.500,00 € 4.000,00 € 4.400,00 € 5.500,00 € 6.600,00 
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17. AIRSILOS SERIES BAG FILTERS WITH HOUSING - PATENTED 
The self-ventilating bag filter is suitable for suction and filtration with increased efficiency of 

materials and dusts of any kind with the exception of explosive or detonating materials. 

The particular structure, made with press-folded galvanized sheet metal panels, makes both transport 

and assembly easy. Furthermore, the modularity allows the creation of a wide range of models for 

each specific requirement of capacity and space. 

The high number of bags and the particular fabric with which they are made, allow for better filtration 

efficiency and lower pressure drops. Special filter fabrics are also available on request depending on 

the final use. 

AIRMEC bag filters are made in such a way as to contain the dimensions in relation to the filtering 

surfaces in order to make installation possible even in those rooms where there is minimal space 

available. 

In addition, the possibility of applying the pneumatic cleaning system to the filtration unit as an option 

makes maintenance operations easier. 

This type of filter enters into the simple filtration category and is among the units with the highest 

filtering surface. 

They are equipped with a Declaration of Conformity, CE mark and built in compliance with the 

relevant regulations in force. 

 
 

 

 
OVERALL DIMENSIONS MM 

TYPE A B C 

MF 1 – (Tipo A) 960 – (1.066) 960 – (1.066) 3.950 

MF 2 – (Tipo A) 1.860 – (2.066) 960 – (1.066) 3.950 

MF 3 – (Tipo A) 2.760 – (3.066) 960 – (1.066) 3.950 

MF 4 – (Tipo A) 3.660 – (4.066) 960 – (1.066) 3.950 

MF 5 – (Tipo A) 4.560 – (5.066) 960 – (1.066) 3.950 

MF 6 – (Tipo A) 5.460 – (6.066) 960 – (1.066) 3.950 
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TECHNICAL SPECIFICATIONS 

MOD 

BAG 

FILTER 

HEIGHT 

NUMBER OF 

TYPE A 

BAGS 

NUMBER OF 

TYPE B 

 BAGS 

FILTERING 

SURFACE  
MAX 

AVAILABLE 

FLOW RATE 

COLLECTION 

BAGS IN PVC 
CLAMPS 

TYPE A TYPE B 

MF1 1900 N° 16 Ø 200 N° 9 Ø 250 19 m2 13 m2 3.000 m3/h N° 1 Ø 600 Ø 600 

MF2 1900 N° 32 Ø 200 N° 18 Ø 250 38 m2 26 m2 6.000 m3/h N° 2 Ø 600 Ø 600 

MF3 1900 N° 48 Ø 200 N° 27 Ø 250 57 m2 40 m2 8.700 m3/h N° 3 Ø 600 Ø 600 

MF4 1900 N° 64 Ø 200 N° 36 Ø 250 76 m2 53 m2 12.000 m3/h N° 4 Ø 600 Ø 600 

MF5 1900 N° 80 Ø 200 N° 45 Ø 250 95 m2 67 m2 15.000 m3/h N° 5 Ø 600 Ø 600 

MF6 1900 N° 96 Ø 200 N° 54 Ø 250 115 m2 80 m2 18.000 m3/h N° 6 Ø 600 Ø 600 

 

➢ PRICE LIST OF FILTERS WITH HOUSING (WITHOUT FAN) 

 

PATENTED

MODEL 
€URO MODEL €URO 

MF 1A € 2.350,00 MF 1B € 2.200,00 

MF 2A € 3.350,00 MF 2B € 3.000,00 

MF 3A € 4.300,00 MF 3B € 3.900,00 

MF 4A € 5.150,00 MF 4B € 4.750,00 

MF 5A € 6.250,00 MF 5B € 5.900,00 

MF 6A € 7.350,00 MF 6B € 6.900,00 

 
➢ OPTIONAL AND ACCESSORIES 
 

• Manual shaker with ON/OFF valve: €uro 1.200,00 

• Automatic shaker with timer: €uro 2.000,00 

• Soundproofing box for 1-2-3 modules: €uro 1.560,00 

• Soundproofing box for 4-5-6 modules: €uro 1.800,00 

• Mezzanine for fan for 1-2-3 modules: €uro 520,00 

• Mezzanine for fan for 4-5-6 modules: €uro 640,00 

 
• DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 
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18. “AIRMEC S” SERIES TROLLEYED ASPIRATION UNIT 
The “AIRMEC S” series aspiration unit is suitable for small 

capacities and for operators that do not have large spaces available 

for positioning. 

It is expressly indicated for the aspiration of chips in general. The 

structure is extremely easy to assemble and the presence of wheels 

in the trolley models makes it trasportable wherever an aspiration 

and filtration operation is required. 

The material, through the aspiration unit, is introduced inside the 

aspirator. The structure of the aspirator forces the air to pass through 

the filtration unit. In this way, the material, characterized by a 

particle size greater than the diameter of the pores of the fabric, is 

deposited in the internal part of the bags. Due to gravitational effect, 

the material falls into the collection unit. 
 

Attention: These aspirators can be used temporarily as they introduce filtered air into the work 

environment, which is prohibited by the law. They also do not comply with the ATEX 94/9/CE 

regulation. 
 
 

TECHNICAL SPECIFICATIONS 

MODEL AIRMEC 1S AIRMEC 2S AIRMEC 3S AIRMEC 4S 

Type Trolleyed Fix 

Motor Three phase 

Power 2 HP (1,5 kW) 3 HP (2,2 kW) 4 HP (3 kW) 5 HP (4 kW) 

Filtering bags 1 x Ø500 2 x Ø500 3 x Ø500 4 x Ø500 

Air flow rate 0,4 m/s for chips / 0,2 m/s for dust 

Dimensions 
AxBxH 

1100x600xH2700 
mm 

1650x600xH2700 
mm 

2260x600xH2700 
mm 

2840x600xH2700 
mm 

Dimensions mm 
Packing weight kg 

1250x600x700 
60 

1700x600x700 
85 

2300x600x700 
100 

2900x600x700 
110 

Connection 
diameter 

Ø180 Ø200 Ø220 Ø250 

Weight kg 52 68 82 93 

€URO 1.500,00 1.600,00 1.700,00 1.800,00 

Standard packing 
cost 25,00 28,00 30,00 34,00 

Stackable packing 
cost 

40,00 50,00 / / 

 

➢ OPTIONAL 

 
• IP55 box with magnetothermic switch: € 400,00 
• With single phase motor (1S - 2S): € 300,00 

• With filter bags in needle-punched fabric: € 100,00 each 
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19. “GF LUX” SERIES SIMPLE FILTER WITH HOUSING – PATENTED –  with 

external fan 
The Airmec "GF LUX" series filtering unit is normally used for aspiration and filtration with 

increased efficiency of chips, wood sawdust and other types, except for explosive or detonating ones. 

The particular structure made from a series of press-folded and bolted galvanized sheet metal panels 

makes both transport and assembly simple. 

Available in various versions and powers, they are equipped with Ø200 bag filters in snap-ring type 

COT/COT fabric. The electric fan is external with statically/dynamically balanced impeller, three-

phase electric motor, filter chamber fairing and side ejection hole. The material, aspirated by the 

electric fan, is pushed inside the filter, thus forcing the air to pass through the filter bags, while the 

material is deposited in the collection bags. An additional quotation is foreseen for: electric switch 

and soundproof box. 

All the filtering groups of our production are equipped with a Declaration of Conformity, CE mark 

and built in consideration of the current regulations on the subject. 
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TECHNICAL SPECIFICATIONS 

MODEL 2 BAGS 3 BAGS 4 BAGS 5 BAGS 6 BAGS 

Dimensions 

A x B x H 

1.650 x 670 x 

H = 2.920 mm 

2.250 x 670 x 

H = 2.920 mm 

2.850 x 670 x 

H = 2.920 mm 

3.450 x 670 x 

H = 2.920 mm 

4.050 x 670 x 

H = 2.920 mm 

Max flow rate 
4.000 m3/h 

con 130 mm H2O 

5.400 m3/h 

con 120 mm H2O 

6.100 m3/h 

con 109 mm H2O 

8.000 m3/h 

con 140 mm H2O 

8.000 m3/h 

con 180 mm H2O 

Min flow rate 
1.500 m3/h 

con 205 mm H2O 

1.800 m3/h 

con 275 mm H2O 

1.800 m3/h 

con 285 mm H2O 

3.000 m3/h 

con 330 mm H2O 

3.300 m3/h 

con 350 mm H2O 

Motor 380V – B3 – 2P 380V – B3 – 2P 380V – B3 – 2P 380V – B3 – 2P 380V – B3 – 2P 

Sound level 68 dB (A) 70 dB (A) 71 dB (A) 74 dB (A) 73 dB (A) 

Motor power 3 HP (2,2 kW) 4 HP (3 kW) 5,5 HP (4 kW) 7,5 HP (5,5 kW) 10 HP (37,5 kW) 

Aspiration Ø 250 mm Ø 280 mm Ø 300 mm Ø 320 mm Ø 320 mm 

Bag filters 
N° 12 Ø200 x  

H=1.700 mm 

N° 16 Ø200 x  

H=1.700 mm 

N° 20 Ø200 x  

H=1.700 mm 

N° 24 Ø200 x  

H=1.700 mm 

N° 28 Ø200 x  

H=1.700 mm 

Filtering 

surface 
13 m2 18 m2 22 m2 26 m2 30 m2 

Collection bags N° 2 Ø500 mm N° 3 Ø500 mm N° 4 Ø500 mm N° 5 Ø500 mm N° 6 Ø500 mm 

Height of 

collection bags 
920 mm 920 mm 920 mm 920 mm 920 mm 

Price €uro 3.000,00 €uro 3.200,00 €uro 3.400,00 €uro 3.800,00 €uro 4.300,00 

 

 

- Simple magnetothermic switch and box: €uro 500,00 (for 2-3-4 bags models) 

- Simple magnetothermic switch and box: €uro 600,00 (for 5-6 bags models) 

- Soundproofing box around the motor: €uro 1.100,00 

• DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 
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20. “FCS LUX” SERIES FILTER WITH SHAKER AND HOUSING – PATENTED – with 

external fan 
The Airmec "FCS LUX" series filtering unit is normally used for aspiration and filtration with 

increased efficiency of chips, wood sawdust and other types, with the exception of explosive or 

detonating ones. 

The particular structure, made from a series of press-folded and bolted galvanized sheet metal panels, 

makes both transport and assembly simple. Available in various versions and powers, they are 

equipped with Ø200 bag filters in snap-ring type COT/COT fabric. The electric fan is external with 

statically/dynamically balanced impeller, three-phase electric motor, filter housing and side ejection 

hole. The material, aspirated by the electric fan, is pushed inside the filter, thus forcing the air to pass 

through the filter bags, while the material is deposited in the collection bags. An additional quotation 

is foreseen for: electric switch and soundproofing box. 

All the filtering groups of our production are equipped with a Declaration of Conformity, CE mark 

and built in consideration of the current regulations on the subject. 
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TECHNICAL SPECIFICATIONS 

MODEL 2 BAGS 3 BAGS 4 BAGS 5 BAGS 6 BAGS 

Dimensions 

A x B x H 

1.650 x 670 x 

H = 2.920 mm 

2.250 x 670 x  

H = 2.920 mm 

2.850 x 670 x 

H = 2.920 mm 

3.450 x 670 x 

H = 2.920 mm 

4.050 x 670 x 

H = 2.920 mm 

Max flow rate 
4.000 m3/h 

with 130 mm H2O 

5.400 m3/h 

with 120 mm H2O 

6.100 m3/h 

with 109 mm H2O 

8.000 m3/h 

with 140 mm H2O 

8.000 m3/h 

with 180 mm H2O 

Min flow rate 
1.500 m3/h 

with 205 mm H2O 

1.800 m3/h 

with 275 mm H2O 

1.800 m3/h 

with 285 mm H2O 

3.000 m3/h 

with 330 mm H2O 

3.300 m3/h 

with 350 mm H2O 

Motor 380V – B3 – 2P 380V – B3 – 2P 380V – B3 – 2P 380V – B3 – 2P 380V – B3 – 2P 

Sound level 68 dB (A) 70 dB (A) 71 dB (A) 74 dB (A) 73 dB (A) 

Motor power 3 HP (2,2 kW) 4 HP (3 kW) 5,5 HP (4 kW) 7,5 HP (5,5 kW) 10 HP (7,5 kW) 

Aspiration Ø 250 mm Ø 280 mm Ø 300 mm Ø 320 mm Ø 320 mm 

Bag filters 
N° 12 Ø200 x  

H=1.700 mm 

N° 16 Ø200 x  

H=1.700 mm 

N° 20 Ø200 x  

H=1.700 mm 

N° 24 Ø200 x  

H=1.700 mm 

N° 28 Ø200 x  

H=1.700 mm 

Filtering surface 13 m2 18 m2 22 m2 26 m2 30 m2 

Collection bags N° 2 Ø500 mm N° 3 Ø500 mm N° 4 Ø500 mm N° 5 Ø500 mm N° 6 Ø500 mm 

Height of 

collection bags 
920 mm 920 mm 920 mm 920 mm 920 mm 

Price €uro 3.600,00 €uro 4.200,00 €uro 4.800,00 €uro 5.400,00 €uro 6.000,00 

 

 

- Simple magnetothermic switch and box: €uro 500,00 (for 2-3-4 bags models) 

- Simple magnetothermic switch and box: €uro 600,00 (for 5-6 bags models) 

- Soundproofing box around the motor: €uro 1.100,00 

• DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 
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21. BRIQUETTING MACHINE FILTER 
The briquetting machine filter is a bag module normally used for the filtration of wood chips and 

dust. Entirely built in galvanized sheet panels bolted together, it consists of a central plenum, a 

discharge hopper and support legs. 

The air charged with dust, after passing through the plenum, comes out purified through the Ø200 

mm bag filters in cotton fabric with snap-ring attachment, while the wood chips and sawdust are 

collected by gravity in the briquetting machine. 

The briquetting machine is connected to the filter by means of a fabric joint. 

It is available in various versions depending on the power of the electric fan; open with visible bag 

filters or with housing at the top with galvanized panels and access door to the filter area. 

Shaking system with compressed air cylinder is available in both automatic and manual versions. 

 

FILTER WITH 

HOUSING 
SHAKER 

MOD €URO 
SEMI 

AUTOMATIC 
AUTOMATIC 

FB/36 5.070,00 585,00 1.170,00 

FB/49 6.955,00 715,00 1.430,00 

FB/64 8.775,00 845,00 1.690,00 

FB/81 8.190,00 975,00 1.950,00 

FB/100 9.750,00 1.105,00 2.210,00 

FB/144 13.650,00 1.300,00 2.600,00 

 

 

 

 

TECHNICAL SPECIFICATIONS 

MODEL 
A 

Base 

B 

Base 

C 

Height of 

briquet. 

D 

Height of 

hopper 

E 

Height of 

bag filter 

Recommended 

fan 

Max flow 

rate m3/h 

Number of 

bag filters 

Filtering 

surface 

m2 

FB/36 1500 1500 1600/1700 1400 1700 7,5 HP 5.000 36 39 

FB/49 1800 1800 1600/1700 1400 1700 10 HP 6.000 49 53 

FB/64 2000 2000 1600/1700 1400 1700 15 HP 9.000 64 70 

FB/81 2200 2200 1600/1700 1400 1700 20 HP 10.000 81 88 

FB/100 2500 2500 1600/1700 1400 1700 25 HP 14.000 100 109 

FB/144 3000 3000 1600/1700 1400 1700 30 HP 16.000 144 157 

 

➢ OPTIONAL 

• Anti-vibration joint for briquettinf machine connection: €uro 1.200,00 

• In case of automatic cleaning 200 mm of height will be added. 

• In case of order, communicate the height of the briquetting machine and the diameter of the ferrule. 

• Upon request, A – B – C – D measures may vary with a price change. 
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22. BAG FILTER WITH SCREW CONVEYOR - PATENTED 
The bag filter with screw conveyor is suitable for the aspiration and filtration, with increased 

efficiency, of materials and dust of any kind with the exception of explosive or detonating materials. 

The particular structure made with press-folded and bolted galvanized sheet metal paneling, makes 

both transport and assembly easy. In addition, its modularity allows the creation of a wide range of 

models for each specific requirement of capacity and space. 

Furthermore, the possibility of applying the mechanical cleaning system to the filtration unit increases 

the ease of maintenance operations which are already very basic in themselves. 

The material, by means of a suitably coupled electric fan, is introduced into the filter, whose structure 

forces the air to pass through the filtration unit. In this way, the material, characterized by a grain size 

greater than the diameter of the pores of the fabric, is deposited in the inner part of the bag filters and 

due to gravitational effect falls inside the hopper in which the discharge screw is housed. 

 

TECHNICAL SPECIFICATIONS 

MODEL 3 MODULES 4 MODULES 5 MODULES 6 MODULES 7 MODULES 

Dim. A x B mm 2.400 x 2.100 3.200 x 2.100 4.000 x 2.100 4.800 x 2.100 5.600 x 2.100 

Height mm Approx. 6.000 Approx. 6.000 Approx. 6.000 Approx. 6.000 Approx. 6.000 

Bag filters 

Ø200 x H 2500 
72 96 120 144 168 

Filtering surface 114 m2 152 m2 190 m2 228 m2 266 m2 

Max flow rate m3/h 17.100 22.800 28.500 34.200 40.000 

Screw conveyor with 

gear motor 
2 HP 2 HP 2 HP 2 HP 2 HP 

PRICE € 20.500,00 € 23.500,00 € 27.000,00 € 30.000,00 € 33.000,00 

 

➢ STANDARD EQUIPMENT 

Snap-ring bag filters in polyester satin, conventional system for flooding the filter chamber (water 

supply charged to the customer), pneumatic cleaning system with solenoid valve and timer, inspection 

doors, air inlet/expulsion holes, railing and protective ladder. 
 

➢ OPTIONAL AND ACCESSORIES: 

Rotary valve complete with 2 HP gear motor: €uro 2.800,00 

Material trasport fan 7,5 HP (for loading into the box): €uro 3.000,00 

Electric panel screw conveyor/stellare/timer/container transport fan start-up: €uro 4.500,00 

Accessories for container loading: €uro 3.000,00 

➢ DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 
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23. BAG FILTER WITH 5/10 m3 CONTAINMENT 
The bag filter with 5/10 m3 containment is suitable for the aspiration and filtration of materials and 

dust of any kind with the exception of explosive or detonating material. The particular structure made 

with press-folded galvanized sheet metal paneling makes it easy to transport as well as to assemble. 

The possibility of applying the mechanical cleaning system to the filtration unit increases the ease of 

maintenance operations which are already very basic in themselves. In addition, the unloading system 

allows the material collected in the containment unit to be expelled automatically with the aid of a 

brand new extractor. As an option, it is possible to request the rotary valve for unloading the materials 

even when the system is in operation and other electronic and mechanical components to 

automatically load briquetting machines, boilers and processing waste or to transport the stored 

material for other specific uses. The bag filters with 5/10 m3 containment do not require any type of 

establishment and are completely removable and easily transportable. 

This machine can store or contain wood chips or dusts up to a maximum of 5/10 m3, it is equipped 

with an automatic extractor unit. It is also possible to couple a rotary valve to the extractor to 

discharge even when the electric fan is running. 

 

WORKING PRINCIPLE: the material, by means of a suitably 

coupled electric fan, is introduced inside the filter. The structure of 

the filter forces the air to pass through the filtration unit and the 

material characterized by a particle size greater than the diameter of 

the pores of the fabric is deposited in the inner part of the sleeves 

and due to gravitational effect settles in the containment unit. 

 
➢ STANDARD EQUIPMENT 
Cotton bag filters, inspection porthole, extractor, ladder and balcony 

 
➢ OPTIONAL ED ACCESSORI 

• needled bag filters 

• rotary valve 300x600 mm 

• pneumatic loading box 

• any type of piping including chimney 

• pneumatic loading fan in box 

• electric control panel 
➢ DIFFERENTIAL PRESSURE SWITCH WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

 

TECHNICAL SPECIFICATIONS 

MODEL 5 m3 CONTAINMENT 10 m3 CONTAINMENT 

Dimension Ø2200 mm Ø2200 mm 

Filtering chamber dimensions 2.500 x 2.500 mm 2.500 x 2.500 mm 

Total height 6.500 mm 8.000 mm 

Discharge height from the ground 1.500 mm 1.500 mm 

Containment capacity 5 m3 10 m3 

Mechanical shaker 220 V 220 V 

Extractor power 4 kW 4 kW 

Number of cotton bag filters Ø200 x H1.900 mm 81 81 

Air flow rate m3/h 13.500 13.500 

Filtering surface 97 m2 97 m2 

Price with cotton bag filters 22.000,00 34.000,00 
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24. SSA SERIES AUTOMATIC DISCHARGE SILOS 
The SSA silos series are designed to respond not only to multiple containment needs but also to 

different volumes of air to be treated. It is suitable for the aspiration and filtration of materials and 

dust of any kind with the exception of explosive or detonating materials. 

All models are equipped with a fire protection system for the stored material. 

In addition, the presence of a mechanical cleaning system in the filtration unit increases the ease of 

maintenance operations which are in themselves very elementary. 

MACHINE COMPOSITION: filtration unit, represented by a filtering chamber containing cotton 

bag filters or needle-punched fabric; containment unit, represented by the material containment area 

(central rings); discharging unit, consisting of an automatic unloading system; structure made of cold 

galvanized sheet metal, further treated with two primers and one to finish with special paints. 
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TECHNICAL SPECIFICATIONS 

MODEL 
SSA 30 

paneled 

SSA 50 

paneled 

SSA 80 

paneled 

SSA 120 

paneled or 

circular 

SSA 150 

paneled or 

circular 

Diameter and total height (mm) 4.350 / 12.000 4.350 / 13.000 4.350 / 15.000 5.000 / 16.000 5.000 / 17.200 

Filtering chamber diameter (mm) 4.350 4.350 4.350 5.000 5.000 

Containment capacity 30 m3 50 m3 80 m3 120 m3 150 m3 

Number of bag filters 

Ø200 x H2850 
136 136 136 180 180 

Filtering surface m2 246 246 246 330 330 

Pneumatic shaker 2 cylinders 2 cylinders 2 cylinders 2 cylinders 2 cylinders 

Max air flow rate m3/h 30.000 max 35.000 max 35.000 max 40.000 max 45.000 max 

Extractor power 10 HP 10 HP 10 HP 10 HP 10 HP 

Discharge height from the ground 4.000 mm 4.000 mm 4.000 mm 4.000 mm 4.000 mm 

Expulsion diameter Ø 900 mm Ø 1.000 mm Ø 1.000 mm Ø 1.100 mm Ø 1.200 mm 

Price of galvanized and painted 

silos 
125.000,00 134.000,00 150.000,00 166.000,00 174.000,00 

 

➢ STANDARD EQUIPMENT: 

Cotton bag filters, inspection doors with ladder access, automatic discharge system, filtering chamber flooding, 

mechanical cleaning system, inspection porthole. 

 

➢ OPTIONAL AND ACCESSORIES: 

Rotary valve with gearmotor: € 3.000,00 

Electric panel for extractor management and timer of shaker: € 5.000,00 

7,5 HP pneumatic loading box fan (excluding accessories and electric panel): € 4.500,00 

Stainless steel breakage panel: € 750,00 each 

Inclined screw conveyor that goes beyond the side of the silos up to +1500 mm: € 6.800,00 

External cooling ring: € 2.000,00 

Minimum/maximum mechanical level system with electric panel: € 5.000,00 

Differential pressure reader with alarm signal (relay): € 1.300,00 

 

 

EXCLUDING STRUCTURAL CALCULATIONS SIGNED BY A QUALIFIED ENGINEER 
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25. DISCHARGE SILOS ON TRUCK 
The silos have the function of storing bulk material, such as wood chips, pellets, cereals, etc. with the exception 

of explosive or detonating ones. 

Generally of circular section, they have a modular structure, are mounted on legs and equipped with: 

- filter chamber flooding system 

- doors for internal inspection of the filtering chamber and accumulation ring 

- series of portholes for visual inspection of the material 

- staircase with railing and balcony for access to the doors and the roof, built in accordance with current safety 

regulations 

- lower opening for the passage of trucks for loading the material 

The AIRMEC silos have the possibility of varying the number of rings in the silo, since it is a modular 

construction, according to the quantity of material produced and are supplied complete with an automatic 

extractor to unload directly onto the truck. 

 

 

➢ OPTIONAL AND ACCESSORIES: 

Rotary valve with gearmotor: € 3.000,00 

Electric panel for extractor management and timer of shaker: € 5.000,00 

7,5 HP pneumatic loading box fan (excluding accessories and electric panel): € 4.500,00 

Stainless steel breakage panel: € 750,00 each 

Inclined screw conveyor that goes beyond the side of the silos up to +1500 mm: € 6.800,00 

External cooling ring: € 2.000,00 

Minimum/maximum mechanical level system with electric panel: € 5.000,00 

Differential pressure reader with alarm signal (relay): € 1.300,00 

7,5 HP medium model automatic discharge system: € 27.000,00 

 

EXCLUDING STRUCTURAL CALCULATIONS SIGNED BY A QUALIFIED ENGINEER 

 

MODEL 
SSC 20 

paneled 

SSC 30 

paneled 

SSC 40 

paneled 

Diameter and total height (mm) 3.125 / 12.800 3.125 / 13.800 3.125 / 14.800 

Containment capacity 20 m3 30 m3 40 m3 

Number of bag filters 

Ø200 x H2850 
100 100 100 

Superficie filtrante m2 180 180 180 

Pneumatic shaker 2 cylinders 2 cylinders 2 cylinders 

Max air flow rate m3/h 26.000 max 26.000 max 26.000 max 

Discharge height from the ground 3.850 mm 3.850 mm 3.850 mm 

Expulsion diameter Ø 800 mm Ø 800 mm Ø 800 mm 

Price of galvanized and painted 

silos 
45.000,00 55.000,00 65.000,00 

➢ STANDARD EQUIPMENT: 

Cotton bag filters, inspection doors with ladder access, filter chamber flooding, 

mechanical cleaning system, inspection porthole. 
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26. SPARK DETECTION FIRE FIGHTING SYSTEM 
 

The GM826SD/S central module is a modular, expandable control unit for fire-fighting systems, 

designed to power and manage fire detection sensors (spark, smoke, heat, flame detectors, etc.). The 

GM826SD/S module is equipped with 8 balanced absorption input lines (zones); the lines can be 

excluded separately with visualization of the status on the display. It is equipped with a memory and 

an alarm counter. Separate outputs for internal and external self-powered acoustic warning devices; 

double consent output independent from the main alarm relay; fault output; alarm repetition outputs 

for single line. 

 

The GMSC243 spark detector is a fire detector for installations on spark and fire detection and 

suppression systems for extraction systems. This type of detector contains a particular type of sensor 

sensitive to light (with particular sensitivity to the ultraviolet and infrared areas) emitted by sparks, 

flames, incandescent bodies etc. Through a special electronic circuit designed specifically for this 

application, the optical element of the detector is able to "see" the sparks that pass in front of an 

optical window of adequate diameter positioned on the detector housing. It is equipped with an 

internal test lamp to carry out operational tests directly from the control unit. The spark detector finds 

its application in furniture factories, in the textile industry, and in other environments, where dust and 

smoke extraction systems with collection silos are installed. 

 
One GMELV24 solenoid valve and two GMUGS34 spray nozzles are normally used to extinguish 

the sparks detected along the aspiration pipe, placed at a safe distance from the spark detector. The 

GMUGS34 nozzle makes a "fan" jet and therefore must always be installed in pairs. The GMUGS120 

nozzle makes a "hollow cone" jet and can be installed individually in the center of the pipeline. 

 
In all systems it is essential to install at least one GMSI24 gable bell and a GMLP24 flashing light 

for the visual acoustic warning inside the building. 

It is also advisable to install an external siren with a GMSE24 flashing light which will also give the 

alarm outside the building. To complete the system, and to make everything autonomous, it is of 

fundamental importance to equip the system with an auxiliary power supply through the use of buffer 

batteries. 

 

• Total price €uro 4.800,00 for diameters up to 400 mm 

• Total price €uro 5.800,00 for diameters from 400 mm up to 1.000 mm 

• Installation of fire-fighting equipment with Airmec technician: Price €uro 2.000,00 

 
STANDARD ACCESSORIES PIECES 

GM826SD/S Command center and control unit with microprocessor with 8 balanced 

absorption lines. For installation it requires GMSUP1 support  
1 

GMSC243 Spark detector in IP 55 container, 24 Vdc power supply.For diameters greater 

than 400 mm 2 pieces will be installed.  
1 + 1 

GMSUP2 Mounting support for spark detector duct. For diameters greater than 400 mm 2 

pieces will be installed.  
1 + 1 

GMELV24 2-way solenoid valve for water normally closed for spark extinguishing. 3/4" 

female connections. 24 Vdc coil  
1 

GMUGS34 Water spray nozzle for spark extinguishing. "Fan" jet with about 90° opening. 

3/4" male connection.  
1 

GMSI24S Acustic alarm, indoor gable bell. 24 Vdc power supply 1 

GMLP24 Optical alarm, indoor and/or outdoor warning light. Protection degree IP 55. 

Power supply 24 Vdc 
1 

 

http://www.airmec.net/
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27. CYCLONE SEPARATOR 
The cyclone is indicated as a deduster in industrial processes where coarse-grained powders, chips, 

sawdust and other types of powders are treated; pre-blast chilling for subsequent filtrations. 

The powders enter tangentially and in the separator assume a descending vortex motion due to the 

weight and centrifugal force; the clean air comes out upwards while the dust collects in the cone and 

precipitates downwards. Particular attention is paid to the structure, made of sturdy galvanized sheet 

metal (on request also in stainless steel). All cyclones of our production are equipped with a 

Declaration of Conformity, CE mark and built in consideration of the current regulations on the 

subject. The design, the result of research and experience, classifies our separator cyclones among 

the most advanced, efficient and modern in Europe. 

 
➢ PRICE LIST 
 

 

 
 
 
 
 

 

NOTE: The supply with stainless steel sheet entails an increase of 1.6 times. 

 

 

 

 

 

 

TYPE €URO 

3,5 4.100,00 

4,8 4.400,00 

6 4.750,00 

6,5 5.200,00 

7 5.500,00 

7,5 6.200,00 

8 6.700,00 

9,5 7.400,00 

11 8.000,00 

12 8.800,00 

12,5 9.700,00 

13 10.600,00 

14,5 11.700,00 

16,5 12.750,00 
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TECHNICAL SPECIFICATIONS 

 DATA DIMENSIONS (mm) 

Type 
Q 

m3/h 

mm 

H2O 
A B C D E F G H I L 

3,5 1000 68 80 200 350 250 400 800 100 30 80 1310 

4,8 1500 65 100 230 480 300 460 1100 130 30 80 1670 

6 2000 62 130 250 600 320 500 1400 150 50 100 2050 

6,5 2500 62 130 300 650 350 600 1500 150 50 130 2280 

7 3000 58 150 320 700 380 640 1650 180 50 130 2520 

7,5 4000 57 150 430 750 420 860 1800 200 80 150 2890 

8 4500 57 150 450 800 480 900 1900 230 80 150 3060 

9,5 5600 56 150 550 950 550 1100 2150 250 80 150 3530 

11 8000 56 180 700 1100 580 1400 2200 280 80 180 3900 

12 9500 51 200 750 1200 720 1500 2400 300 80 180 4250 

12,5 11000 50 200 800 1250 750 1600 2600 380 80 200 4550 

13 13000 50 220 820 1300 780 1640 2700 350 100 200 4640 

14,5 16000 49 240 850 1450 850 1700 2800 380 100 220 4870 

16,5 20000 48 250 880 1650 950 1760 2900 380 100 220 4980 
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28. WET SCRUBBER 
The AIRMEC FU type wet scrubber is made of entirely AISI 304 stainless steel sheet, and is 

particularly suitable in cases of simultaneous presence of organic and inorganic gaseous pollutants 

associated with dust. In this equipment, the high speed reached by the fumes in the cylinder causes 

the nebulization of the washing liquid (water) and the consequent intimate contact with the polluted 

particles which causes their separation from the gaseous stream and the subsequent fall into the lower 

collection bin equipped with wheels and handles for handling and an unloading sleeve. The our 

scrubbers are supplied with a Declaration of Conformity, CE mark, Use and Maintenance Manual 

and their construction complies with the regulations in force. 
 
 

 
 
 

TECHNICAL SPECIFICATIONS 

MODEL Ø 1.200 mm Ø 1.080 mm Ø 800 mm Ø 640 mm Ø 500 mm 

Dimensions 1.400 x 1.400 1.350 x 1.400 1.100 x 1.150 850 x 900 725 x 775 

A x B x H x 3.000 x 2.300 x 2.300 x 1.900 x 1.900 

Power supply 
380/660 V 

50 Hz 

380/660 V 

50 Hz 

380 V 

50 Hz 

380 V 

50 Hz 

380 V 

50 Hz 

Motor power 25 HP 15 HP 7,5 HP 4 HP 3 HP 

Rpm 3.000 3.000 3.000 3.000 3.000 

Aspiration flow rate 12.000 m3/h 8.000 m3/h 5.000 m3/h 3.000 m3/h 1.880 m3/h 

Prevalence 

(pressure) 
210 mm H2O 210 mm H2O 210 mm H2O 210 mm H2O 210 mm H2O 

Expulsion diameter 

(Ø1) 
Ø 600 mm Ø 540 mm Ø 400 mm Ø 330 mm Ø 250 mm 

Aspiration diameter 

(Ø2) 
Ø 400 mm Ø 350 mm Ø 250 mm Ø 200 mm Ø 180 mm 

Depuration system Water Water Water Water Water 
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PRICE LIST €URO 

TYPE Ø 1.200 mm Ø 1.080 mm Ø 800 mm Ø 640 mm Ø 500 mm 

PRICE 52.000,00 39.000,00 33.800,00 28.600,00 26.000,00 

 

➢ OPTIONAL AND ACCESSORIES 

Pre-wired electrical panel for 3 HP and 4 HP motor: €uro 1.000,00 

Star-delta electrical panel for 7,5 HP motor: €uro 3.600,00 

Star-delta electrical panel for 15 HP motor: €uro 4.600,00 

Star-delta electrical panel for 25 HP motor: €uro 5.500,00 

Installation and start-up: €uro 420,00 

Connection and expulsion pipe up to 6 meters in galvanized sheet: €uro 420,00 
 

• Transport up to 100 km €uro 100,00 with an increase of €uro 100,00 for each additional 100 km 

 
➢ DIFFERENTIAL PRESSURE READER WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 
 
 

➢ SPARE PARTS 

• Electric motor: 

3 HP: €uro 680,00 

4 HP: €uro 820,00 

7,5 HP: €uro 1.300,00 

15 HP: €uro 2.250,00 

20 HP: €uro 3.450,00 

 

• Stainless steel impeller: 

For Ø 1200: €uro 7.800,00 

For Ø 1080: €uro 6.400,00 

For Ø 800: €uro 5.200,00 

For Ø 640: €uro 4.200,00 

For Ø 500: €uro 3.600,00 

 
 

• 3/4” Float valve: €uro 700,00 

• Stainless steel wheels: €uro 150,00 each 
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29. GRINDER 
The waste from carpentry, panels, barks, etc., can be transformed through the grinder to obtain 

autonomous heating at no cost. Grinding a material means saving, less volume, more space, simplicity 

of storage and ease of transformation into energy. The advantages are various, from double calorific 

value compared to wood, to the almost zero residue after combustion in much cleaner boilers. The 

machines are built according to the current CE regulations. The various number of models makes it 

possible to satisfy the needs of both the small craftsman who can produce small quantities, and the 

large entrepreneur who can produce larger quantities of material. 

  

 

TECHNICAL SPECIFICATIONS 

MODEL LIGHT MEDIUM MAXIMUM 
EXTRA 

MAXIMUM 

FRONTAL mm 900 1.550 1.670 1.730 

DEPTH mm 1.600 950 1.300 1.900 

HEIGHT mm 1.600 1.550 1.750 1.900 

GRINDING INLET 420 x 540 870 x 425 870 x 730 865 x 845 

MOTOR HP 7,5 10 + 2 25 + 2 30 + 2 

WEIGHT kg 500 1.000 1.500 1.550 

PRODUCTION CAPACITY kg/h 

WITH Ø 20 GRILL 
40 / 60 100 / 150 250 / 350 300 / 500 

 

*THEORETICAL PRODUCTION WITH WOODWORKING MATERIAL 

 

NOTE: Production depends on the type of material and size. 

 

 
 

TYPE €URO 

LIGHT € 23.000,00 

MEDIUM € 30.000,00 

MAXIMUM € 41.000,00 

EXTRA 

MAXIMUM 
€ 57.600,00 
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30. REFINER WITH ASPIRATOR 
The refiner with aspirator is normally used to perform operations (via flexible hoses not supplied to 

be connected to the machine aspiration mouth) if automatically (when the machine is arranged in 

series with other components) the refining and transport of chips through a fixed cylindrical 

perforated surface, hammers oscillating and rotating interchangeable. It is built using materials of 

primary brands and in compliance with current regulations on the subject. 

The various number of models makes it possible to satisfy the needs of both the small craftsman who 

can produce small quantities and large companies for larger quantities of material. 

 

 
 

TECHNICAL SPECIFICATIONS 

MODEL kW RPM m3/h 
kg/h 

grid d. 10 

kg/h 

grid d. 6 
dB (A) 

AR 31 2,2 2.850 2.000 130 65 79 

AR 31A 3 2.850 3.000 150 78 81 

AR 35 4 2.890 3.500 175 90 82 

AR 40 5,5 2.920 4.500 225 120 85 

AR 40A 7,5 2.950 5.500 300 160 86 

AR 45 9,2 2.950 6.500 350 185 89 

AR 45A 11 2.950 8.000 400 200 93 

AR 50 15 2.950 12.000 500 250 95 

 
 

PRICE LIST EXCLUDING IVA 

MODEL PRICE GRID IMPELLER 

AR 31 € 7.812,00 € 1527,00 € 2.364,00 

AR 31A € 9.423,00 € 1818,00 € 2.781,00 

AR 35 € 10.212,00 € 2073,00 € 2.814,00 

AR 40 € 11.475,00 € 2109,00 € 2.850,00 

AR 40A € 13.794,00 € 2289,00 € 4.110,00 

AR 45 € 14.232,00 € 2325,00 € 4.143,00 

AR 45A € 16.014,00 € 2544,00 € 4.374,00 

AR 50 € 17.436,00 € 2616,00 € 4.440,00 

 
 

NOTE: Special models are available on request, with interchangeable perforated grids of various 

diameters, according to the material to be refined. 

 

http://www.airmec.net/
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31. BRIQUETTING MACHINE 
The wood chips or scraps can be transformed into briquettes to obtain autonomous heating at no cost. The 

advantages of the briquette are various, from the double calorific value compared to wood, to the almost zero 

residue after combustion in much cleaner boilers. The machines are built according to the current CE 

regulations. All types of wood can be briquetted containing a min-max humidity between 8 and 17%. In the 

case of exclusive processing of soft and voluminous woods such as pine, fir, etc., the use of the fan refiner is 

recommended. The various number of models allows to satisfy the needs of both the small craftsman who can 

produce small briquettes and in minimum quantities, and the large entrepreneur who can produce larger 

briquettes and in large quantities. 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

TECHNICAL SPECIFICATIONS 

BRIQUETTE Ø mm 50 A 60 A 60 B 65 A 65 B 70 A 70 B 70 C 

MAX BRIQUETTE 

LENGTH mm 
50/200 50/200 50/200 50/300 50/300 80/300 80/300 80/300 

PRODUCTION m3/h 0,460 0,585 0,819 0,890 1,454 1,623 2,760 3,409 

MOTOR POWER 
7,5 HP 

5,5 KW 

7,5 HP 

5,5 KW 

10 HP 

7,5 KW 

7,5 HP 

5,5 KW 

10 HP 

7,5 KW 

12,5 HP 

9,5 KW 

20 HP 

15 KW 

25+10 HP 

18,5+7,5 KW 

DEPTH mm 1680 1100 1100 1925 1350 2095 2500 2500 

FRONTAL mm 1100 1600 2020 1100 2115 1300 1500 1500 

HEIGHT mm 1500 1430 1430 1485 1700 1700 1730 1730 

WEIGHT kg 680 700 760 800 1000 1250 1800 2200 

OIL CAPACITY Lt 110 110 150 100 180 220 550 600 

FERRULE Ø mm 1000 1000 1000 1000 1200 1200 1200 1200 

PUMP Lt 40 40 50 40 50 75 90 120+60 

 

 

 

MODEL PRICE 

50 A € 22.500,00 

60 A € 26.200,00 

60 B € 27.000,00 

65 A € 30.000,00 

65 B € 33.000,00 

70 A € 41.500,00 

70 B € 66.000,00 

70 C € 73.500,00 
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32. AC MODEL TROLLEY EXTRACTION ARM 
The AC/1B and AC/2B trolley extraction arms are ideal solution for the extraction and filtration of 

welding fumes, gases, non-oily vapors, odors produced by the most diverse applications in both 

industrial and chemical sectors. Key features of the product are ease of movement, which allows 

positioning directly above the polluting source, powerful suction and effective filtration. The 

electrical components are of the IMQ marked and in accordance with the law. All filters of our 

production are equipped with a Declaration of Conformity, CE mark and built in consideration of the 

current regulations on the subject. 

 

The unit consists of: 

• Extraction arm with PVC suction hood complete with adjustment damper, protection net and 

support, positioning handle; self-supporting structure in light alloy 

• Connection joints in flex tube of glass fabric and self-extinguishing PVC; 

• Compensation joints in aluminum alloy, 

• Galvanized steel bracket for fixing to the trolley; 

• Compensation spring in hot galvanized steel; 

• Filter body consisting of plenum for the introduction of polluted air of suitable shape and size for 

the correct distribution of air on the front of the filtering station, first filter in metal mesh and second 

filter in viledon or cylinders with carbon depending on the type of use. 

• Centrifugal high-performance electric fan with three-phase asynchronous motor coupled in axis, 

with sound system with removable front panel for quick and easy inspection and cleaning. 

• Pre-wired electrical panel for manual starting that combines the power and control functions. 

 

 

 

 

 

 

 

http://www.airmec.net/


 
 AIRMEC SRL - VIA STAZIONE AREA PIP – 83010 TUFO (AV) – TEL/FAX +39.0825.998381 – P.IVA 01708040645 

e-mail: info@airmec.biz   http://www.airmec.net 

54 

 

 
 

 

 

TECHNICAL SPECIFICATIONS 

ASPIRATOR TYPE 

1-ARM MODEL WITH 

GLASS FIBER PANEL 

AND VILEDON FILTER 

2-ARM MODEL WITH 

GLASS FIBER PANEL 

AND VILEDON FILTER 

1-ARM MODEL WITH 

METAL AND 

ACTIVATED CARBON 

FILTER 

2-ARM MODEL WITH 

METAL AND 

ACTIVATED CARBON 

FILTER 

Motor power 1,5 HP 2 HP 1,5 HP 2 HP 
Absorbed power 1,1 kW 1,5 kW 1,1 kW 1,5 kW 

RPM 2.800 2.800 2.800 2.800 

Motor 
380 V – B5 

50 Hz – IP 55 
380 V – B5 

50 Hz – IP 55 
380 V – B5 

50 Hz – IP 55 
380 V – B5 

50 Hz – IP 55 
Sound level 74 dB (A) 76 dB (A) 74 dB (A) 76 dB (A) 

Fan type SERIE U 552 SERIE U 602 SERIE U 552 SERIE U 602 

Glass fiber panel filter 
N° 1 

Dim. 600 x 600 x 50 
N° 1 

Dim. 600 x 600 x 50 
---------- ---------- 

Metal mesh filter ---------- ---------- 
 

Dim. 600 x 600 x 50 
 

Dim. 600 x 600 x 50 

Viledon filter Dim. 600 x 600 x 300 Dim. 600 x 600 x 300 ---------- ---------- 
Activated carbon 

cylindrical filters 
---------- ---------- 

N° 4 cylinders 

Ø250 x H = 500 mm 
N° 4 cylinders 

Ø250 x H = 500 mm 
Carbon weight ---------- ---------- 22 kg 22 kg 

Cleaning system Frontal Frontal Frontal Frontal 

Extraction arm 
N° 1 Ø150 

L = 3000 mm 
N° 2 Ø150 

L = 3000 mm 
N° 1 Ø150 

L = 3000 mm 
N° 2 Ø150 

L = 3000 mm 

Electric equipment 
Electric start and stop 

switch 
Electric start and stop 

switch 
Electric start and stop 

switch 
Electric start and stop 

switch 
 
 

➢ OVERALL DIMENSIONS 

 

  

 

 

 

The overall dimensions are contained, especially in reference to the large filtering surface available; 

therefore, the AIRMEC trolley extraction arms represent the latest and most up-to-date answer to the 

problem of air pollution in the workplace. 

 

 

 

 

DIMENSIONS (mm) 

A 700 

B 730 

C 955 

D 100 

E 1.600 approx. 
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➢ PRICE LIST FOR TROLLEY ASPIRATOR WITH EXTRACTION ARM 
 

 

ASPIRATOR TYPE PRICE €URO 

1-ARM MODEL WITH GLASS FIBER PANEL AND VILEDON FILTER 4.700,00 

2-ARM MODEL WITH GLASS FIBER PANEL AND VILEDON FILTER 5.200,00 

1-ARM MODEL WITH METAL AND ACTIVATED CARBON FILTER 5.350,00 

2-ARM MODEL WITH METAL AND ACTIVATED CARBON FILTER 5.850,00 

1-ARM MODEL WITH ELECTROSTATIC FILTER AND ACTIVATED CARBON 7.500,00 

2-ARM MODEL WITH ELECTROSTATIC FILTER AND ACTIVATED CARBON 8.550,00 

 

The machine is supplied complete with an electric switch 
 

➢ DIFFERENTIAL PRESSURE READER WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

 

 
➢ SPARE PARTS 

 
Metal mesh filter dim. 600x600x50 mm: €uro 200,00 each 

Glass fiber panel filter dim. 600x600x50 mm: €uro 12,50 each 

Pocket filter dim. 600x600x300 mm: €uro 65,00 each 

Electrostatic filter: €uro 800,00 

Activated carbon: €uro 6,10/kg 

Cylinder Ø 250 x H500: €uro 170,00 

Electric switch in box: €uro 460,00 

With single-phase motor to be added: €uro 300,00 
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33. ECO MODEL TROLLEY EXTRACTION ARM 
The ECO model trolley extraction arm is the ideal solution for the extraction and filtration of welding 

fumes. 

Key features of the product are ease of movement, which allows positioning directly above the 

polluting source, powerful suction and effective filtration. The electrical components are of the IMQ 

marked and in accordance with the law. All the filters of our production are equipped with a 

Declaration of Conformity, CE mark and built in consideration of the current regulations on the 

subject. 

 The unit consists of: extraction arm, electric fan, filter body (mesh cylinder with activated carbon), 

pre-wired electrical panel. 

 

 

1-ARM ACTIVATED CARBON MODEL 

Motor power 1,5 HP 

Absorbed power 1,1 kW 

RPM 2.800 

Motor 380 V - B5 - 50 Hz - IP 55 

Sound level 74 dB (A) 

Fan type SERIE U 552 

Cylinder with activated carbon N° 1 Ø320/200 x H = 470 mm 

Carbon weight 13 kg 

Extraction arm N° 1 Ø150 x L = 3000 mm 

Electric equipment Electric start and stop switch 

Price €uro 3.100,00 
 

➢ SPARE PARTS 

Activated carbon: €uro 6,10/kg 

Cylinder Ø 330/260 x H500: €uro 170,00 each 

Electric switch in box: €uro 460,00 

With single-phase motor to be added: €uro 300,00 

 
➢ DIFFERENTIAL PRESSURE READER WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

DIMENSIONS (mm) 

A 600 

B 600 

C 1.020 

D 50 

E 1.600 approx. 
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34. EXTRACTION ARM 
The self-supporting extraction arm represents the best technical solution for the extraction of welding 

fumes, gases, vapors, oil fumes, dust, etc. 

The polluted air is aspirated through the jointed hood, passes through the pipes (made of sturdy 

galvanized sheet metal or stainless steel, anti-scratch painted or aluminum), then reaches the high-

efficiency fan or centralized piping of the system and from there to the system filter system used in 

specific applications. The pipes and the suction hood are connected to each other by means of special 

external articulated joints, with high resistance flexible hose die-cast arms that allow a simple and 

comfortable movement of the arm. The arm is also equipped with a fifth wheel that allows a rotation 

of 360° and a spring with safety cable that lightens the movement of the same. The reduced length of 

the flexible hose used in the elbows, considerably lower head losses are obtained than other similar 

systems on the market. Lower pressure drop means lower power required from the fan and therefore 

energy savings, lower crossing speed and consequently reduced noise. This type of arm has been 

designed and built in full compliance with current regulations relating to safety and the evacuation of 

noxious fumes and/or substances that pollute the workplace. 

 

 
 

 
➢ PRICE LIST 
 

DIAMETER HEIGHT MATERIAL TYPE €URO 

Ø 150 3.000 mm Aluminum ON WALL 2.000,00 

Ø 150 4.000 mm Aluminum ON WALL 2.300,00 

 

 
➢ ACCESSORIES 

Rotating platform: € 400,00 each 

Spark stop kit: € 60,00 each 

Light kit for plastic hood: € 80,00 each 

Light kit for aluminum hood: € 100,00 each 

Wall shelf for fan: € 500,00 each 

 

Mechanical extension for arms over 4 meters in length: € 2.000,00 each 
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35. OIL SYSTEM 
The oil system is a blast chiller for oil and is used on fumes containing flammable materials. It consists 

of an inlet and an outlet section made of steel inside which there is a centrifugal separator, also made 

of steel, and a metal container for collecting dust. The blast chiller must be mounted horizontally, so 

that the underlying container can be easily removed for emptying. 

When the air flow enters, through the inlet section, the blast chiller meets the separator. In this phase, 

sparks and slag, by gravity, fall into the container. 

As an option, it is possible to request the installation of a manual shutter in the connection section 

between the separator and the dust container. 

It is possible to create 4 different oil system models, this depends on the diameter of the pipe on which 

you would like to install. 
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➢ OPTIONAL 

• Manual damper in the section between the separator and the dust container 

 

 

 

 OIL SYSTEM 

 250 mm 400 mm 500 mm 700 mm 

A mm Ø250 Ø400 Ø500 Ø700 

B mm Ø500 Ø710 Ø900 Ø1300 

C mm Ø200 Ø200 Ø200 Ø200 

D mm 433 558 654 920 

E mm 345 385 505 760 

F mm 616 866 1086 1500 

G mm min.1050 min.1200 min.1325 min.1600 

FLOW RATE 

MAX/MIN [m3/h] 
3.500/1.000 7.000/3.000 13.000/6.000 24.000/10.000 

PREVALENCE 

MAX/MIN [mm H2O] 
100/20 100/20 80/20 80/20 

PRICE €URO 4.450,00 € 5.600,00 € 7.000,00 € 8.800,00 € 
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36. BANCABINA 
This aspiration bench is made of galvanized sheet metal, complete with perimeter (on three sides) 

and upper closure with lighting included. Operating in depression, it is an autonomous unit 

characterized by self-cleaning cartridge prefilters (through a timer) and absolute post-filters; both 

types of filters are capable of breaking down very fine particles. 

The fully perforated worktop in galvanized sheet metal ensures that all harmful dust is immediately 

captured at the source, eliminating any health risk. 

The machine is supplied complete with an electric switch for direct engine start and an electrical panel 

for cleaning cartridges, all made in accordance with current regulations. 
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TECHNICAL SPECIFICATIONS 

Dimensions (mm) 2.000 x 1.250 x H900 

Useful internal height (mm) 2.100 approx. 

Air flow rate m3/h Min. 2.000 – Max. 4.000 

Prevalence mm H2O Max. 90 – Min. 40 

Motor Power 4 kW 

RPM 900 

Sound level 79 dB (A) 

Power supply 380 V – 50 Hz 

Cartridge filters N° 3 Ø350 x H660 mm 

Hepa filters N° 2 600x600x300 mm 

 

Total Price €uro 14.000,00 
 

 
➢ DIFFERENTIAL PRESSURE READER WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

 

➢ SPARE PARTS 

 
Hepa filter dim. 610x610x292 mm: € 500,00 each 

Cartridge filter Ø325 x H660 mm: € 260,00 each 

Compressed air vessel (one on each cartridge): € 400,00 each 

Inverter with potentiometer in box IP55: € 1.800,00 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.airmec.net/


 
 AIRMEC SRL - VIA STAZIONE AREA PIP – 83010 TUFO (AV) – TEL/FAX +39.0825.998381 – P.IVA 01708040645 

e-mail: info@airmec.biz   http://www.airmec.net 

62 

 

 
 

 

 

 

 

37. BANCAPPA PLUS 
The mobile BANCAPPA PLUS is the ideal solution for the aspiration of toner that is produced during 

the regeneration of cartridges. 

The strong capture capacity together with the high filtration allows you to operate in a protected 

environment. 

The machine is already equipped with an electric panel and lighting, for the maintenance it is accessed 

through a door with fixed handles and screw knobs. 

The aspiration hood consists of an illuminated work surface placed in depression to prevent the 

dispersion of dust into the environment. 

The filtration system is composed of two suitable stages for treating the toner powder: the first 

filtering stage (cartridges) is of the self-cleaning type through a compressed air system managed by a 

timer; the second stage is composed of a high efficiency H13 type absolute filter. 

Both the toner retained by the filters and the toner that falls from the work surface is conveyed into 

the hopper and then into the PVC bag inside a sheet metal container. The purified air is evacuated 

directly into the work environment, or into the atmosphere through an optional chimney. Supporting 

structure and casing made of painted steel sheet. 

 

 

 

Price €uro 8.600,00 

 

➢ SPARE PARTS AND ACCESSORIES 

Hepa filter dim. 610x610x300 mm: € 500,00 each 

Cartridge filter Ø218 x H600 mm: € 260,00 each 

Speed regulator with potentiometer IP44: € 1.000,00 

Packing on pallet: € 200,00 

TECNICAL SPECIFICATIONS 

Toner aspiration capacity 3 kg in total 

Overall dimensions 

(LxPxH) 
750 x 1.120 x H = 2.240 mm 

Worktop dimensions 650 x 450 mm 

Weight 150 kg approx. 
Toner collection system 10 kg-bins with wheels in PVC 
Power supply 220 Volt single-phase – 50 Hz 
Motor power 4P 0,55 kW – 0,75 HP 
Aspiration 

(Air flow rate m3/h) 
Min. 1.000 – Max. 3.750 

Prevalence (mm H2O) Min. 52 – Max. 55 
Sound level 79 dB (A) 
I° Stage of filtration Nr. 4 Cartridge filters Ø218 x H600 mm 

II° Stage of filtration Nr. 1 Hepa filter dim. 600x600x300 mm - H13 

Filter cleaning system 
- Compressed air supply pressure 8 bar 

- Automatic cleaning cycle 

Compressed air system Compressed air quick coupling 

Electrical system 
Electric panel with motor start selector, filter cleaning 

timer power supply and lighting switch-on 

Accessories 
- Air pressure gauge with pressure regulator 

- Counter 

- Differential pressure reader 
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38. BANCO ECO 
The BANCO ECO is made entirely of metal profiles and black painted steel sheet. Operating in 

depression, it is a monobloc unit consisting of a rigid pocket pre-filter and high-efficiency absolute 

post-filter. Filters are capable of retaining even micro-fine particles. The workstations are opposite 

each other and in the central part the toner micro-powders are captured, which are sent through an 

electric fan to the underlying filters. 

The machine is supplied complete with electrical box with single-phase motor starter switch, 220V 

socket and compressed air quick coupling. 

 

Total Price €uro 4.500,00 
 

NOTE: The pocket filter must be substituted after every 100 hours of work maximum. 

 

➢ SPARE PARTS AND ACCESSORIES 

Hepa filter dim. 610x610x150 mm: € 500,00 each 

Rigid pocket filter dim. 592x492x292 mm: € 300,00 each 

Electrical equipment: € 800,00 

Speed regulator with potentiometer IP44: € 1.000,00 

Packing on pallet: € 180,00 

 

➢ DIFFERENTIAL PRESSURE READER WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 

TECHNICAL SPECIFICATIONS 

Dimensions (mm) 1.700 x 1.000 x H790 
Worktop dimensions (mm) 1.620 x 400 
Flow rate min – max (m³/h) 680 - 1900 

Prevalence max - min (mm H2O) 130 - 60 
Motor power 0,75 kW 

RPM 2800 
Sound level 80 dB (A) 

Power supply 220 V – 50 Hz 
Rigid pocket filter N° 1 Dim. 592x592x292 mm 

Hepa filter N° 1 Dim. 610x610x150 mm 
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39. CAPPA ECO 
The CAPPA ECO is the ideal solution for the aspiration of very fine dust, thus avoiding their 

dispersion into the environment while also recovering the thermal energy otherwise expelled. 

The strong capture capacity, together with the high filtration, allows to operate in a protected 

environment. 

The machine is already equipped with a switch and lamp according to CEI standards and for normal 

maintenance it is accessed through doors with fixed handles and screw knobs. 

The unit consists of the following components: 

 

1. Structure with aluminum frame and pre-painted galvanized sheet metal paneling. 

2. Dust aspiration area consisting of a worktop with material collection hole, galvanized pressed 

aspiration grille, bin for the collection of the material. 

3. Filtration area composed of absolute filter, synthetic pocket filter (with pneumatic compressed 

air shaking system activated by on/off valve) and underlying dust collection bin. 

4. High efficiency centrifugal double suction electric fan with single-phase 220 Volt electric motor 

coupled in axis. 

5. Electrical equipment with motor start switch and lighting. 

 

The CAPPA ECO is supplied with a Declaration of Conformity, CE mark, their construction respects 

the regulations in force on the subject. 

 
 
 
 

 

 

NOTE 1: The dust collection bin must be emptyed every day. 

NOTE 2: The pocket filter must be substituted after every 100 hours of work maximum. 

NOTE 3: The pocket filter must be shaked every 30 minutes. 
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TECHNICAL SPECIFICATIONS 

Dimensions (L x P x H) 700 x 1.200 x 1.800 mm 

Weight 120 kg approx. 

Power supply 220 V single-fase – 50 Hz 

Motor power 1 HP 

RPM 900 

Aspiration flow rate (m3/h) Max. 4.500 – Min. 3.500 

Prevalence (mm H2O) Min. 25 – Max. 30 

Sound level 70 dB (A) 

I° Stage of filtration Hepa filter dim. 595 x 595 x 295 mm 

II° Stage of filtration Viledon filter dim. 595 x 595 x 295 mm 

Dust collection Dust collection bin dim. 600 x 600 x 100 

Cleaning system 
Manual cleaning system operating with compressed air 

(a.c. power supply and pressure reducer at the customer's expense) 

 

Price €uro 5.400,00 
 

 

➢ SPARE PARTS AND ACCESSORIES 
 

 
Hepa filter dim. 610x610x292 mm: € 500,00 each 

Bag filter dim. 600x600x300 mm (Standard):   € 110,00 each 

Bag filter dim. 600x600x300 mm (High quality):   € 400,00 each 
Electric equipment: € 800,00 

Reinforced PVC collection bag Ø300: € 3,00 each 
 
Packing on pallet with protection made of galvanized sheet metal on electrical components, wheels, handles and 

knobs, all also included in a cardboard box: € 200,00 

 
➢ DIFFERENTIAL PRESSURE READER WITH ALARM SIGNAL (RELAY): 

€uro 1.300,00 + VAT 
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VENTILATION 
 

40. ELECTRIC MOTORS MOT 
 

3000 RPM 2 POLES 

POWER 

kW 
CODE 

FOOT MOUNTED 

B3 PRICE 
CODE 

FLANGE MOUNTED 

B5 PRICE 

0,18 1 LA7060-2AA10 152,00 1 LA7060-2AA11 160,00 

0,25 1 LA7063-2AA10 164,00 1 LA7063-2AA11 170,00 

0,37 1 LA7070-2AA10 180,00 1 LA7070-2AA11 190,00 

0,55 1 LA7073-2AA10 190,00 1 LA7073-2AA11 210,00 

0,75 1 LA7080-2AA10 255,00 1 LA7080-2AA11 260,00 

1,1 1 LA7083-2AA10 275,00 1 LA7083-2AA11 284,00 

1,5 1 LA7090-2AA10 328,00 1 LA7090-2AA11 338,00 

2,2 1 LA7096-2AA10 380,00 1 LA7096-2AA11 392,00 

3 1 LE1002-1AA4 534,00 1 LE1002-1AA4 564,00 

4 1 LE1002-1BA2 635,00 1 LE1002-1BA2 654,00 

5,5 1 LE1002-1CA0 950,00 1 LE1002-1CA0 972,00 

7,5 1 LE1002-1CA1 1060,00 1 LE1002-1CA1 1094,00 

11 1 LE1002-1DA2 1.780,00 1 LE1002-1DA2 1.920,00 

15 1 LE1002-1DA3 1.971,00 1 LE1002-1DA3 2.030,00 

18,5 1 LE1002-1DA4 2.274,00 1 LE1002-1DA4 2.342,00 

22 1 LG4183-2AA60 2.670,00   

30 1 LG4206-2AA60 3.504,00   

37 1 LG4207-2AA60 3.850,00   

45 1 LG4223-2AA60 4.534,00   

55 1 LG4253-2AB60 5.550,00   

75 1 LG4280-2AB60 6.910,00   

90 1 LG4283-2AB60 7.780,00   

 

 

1000 RPM 6 POLES 

POWER 

kW 
CODE 

FOOT MOUNTED 

B3 PRICE 
CODE 

FLANGE MOUNTED 

B5 PRICE 

0,18 1 LA7070-6AA10 131,40 1 LA7070-6AA10 133,50 

0,25 1 LA7073-6AA10 143,00 1 LA7073-6AA10 148,00 

0,37 1 LA7080-6AA10 167,10 1 LA7080-6AA10 177,20 

0,55 1 LA7083-6AA10 176,50 1 LA7083-6AA10 183,90 

0,75 1 LA7090-6AA10 241,50 1 LA7090-6AA10 253,40 

1,1 1 LA7096-6AA10 290,40 1 LA7096-6AA10 312,10 

1,5 1 LE1002-1AC4 344,50 1 LE1002-1AC4 365,00 

2,2 1 LE1002-1BC2 425,90 1 LE1002-1BC2 447,00 
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1500 RPM 4 POLES 

POWER 

kW 
CODE 

FOOT MOUNTED 

B3 PRICE 
CODE 

FLANGE MOUNTED 

B5 PRICE 

0,12 1 LA7060-4AB10 154,00 1 LA7060-4AB11 162,00 

0,18 1 LA7063-4AB10 160,00 1 LA7063-4AB11 164,00 

0,25 1 LA7070-4AB10 182,00 1 LA7070-4AB11 192,00 

0,37 1 LA7073-4AB10 196,00 1 LA7073-4AB11 204,00 

0,55 1 LA7080-4AA10 226,00 1 LA7080-4AA11 240,00 

0,75 1 LA7083-4AA10 298,00 1 LA7083-4AA11 308,00 

1,1 1 LA7090-4AA10 395,00 1 LA7090-4AA11 408,00 

1,5 1 LA7096-4AA10 432,00 1 LA7096-4AA11 434,00 

2,2 1 LE1002-1AB4 518,00 1 LE1002-1AB4 532,00 

3 1 LE1002-1AB5 588,00 1 LE1002-1AB5 606,00 

4 1 LE1002-1BB2 732,00 1 LE1002-1BB2 756,00 

5,5 1 LE1002-1CB0 1080,00 1 LE1002-1CB0 1112,00 

7,5 1 LE1002-1CB2 1274,00 1 LE1002-1CB2 1310,00 

11 1 LE1002-1DB2 1762,00 1 LE1002-1DB2 1814,00 

15 1 LE1002-1DB4 2036,00 1 LE1002-1DB4 2098,00 

18,5 1 LG4183-4AA0 2434,00 1 LG4183-4AA61 2508,00 

22 1 LG4186-4AA60 2608,00 1 LG4186-4AA61 2686,00 

30 1 LG4207-4AA60 3472,00 1 LG4207-4AA61 3576,00 

37 1 LG4220-4AA60 4300,00 1 LG4220-4AA61 4430,00 

45 1 LG4223-4AA60 4856,00 1 LG4223-4AA61 5002,00 

55 1 LG4253-4AA60 5722,00 1 LG4253-4AA61 5894,00 

75 1 LG4280-4AA60 7542,00   

90 1 LG4283-4AA60 8262,00   
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41. EXTRACTION TOWERS 
 

The TR extraction tower is normally used to aspirate large 

volumes of air with low pressures. 

The dimensions and its low weight facilitate mounting 

directly on roofs, both with free aspiration and connected 

to flues. The particularly accurate execution in the choice 

of material and the meticulous testing make it long-

lasting, avoiding costly maintenance. 

The galvanized steel construction and the fiberglass 

fairing guarantee perfect protection from atmospheric 

agents. The electric motor and the fan (statically and 

dynamically balanced) guarantee maximum silence. The 

range is divided into 9 models equipped with three-phase 

motors; on request they are supplied in single-phase 

execution, coupled to a speed variator for better regulation 

of the air flow. 

Double speed motors can be mounted on request. The fan, 

in special execution on request, can operate in continuous 

service up to a temperature of 200 °C. 

 

 

 

 

 

 

 

 

 

 

TYPE 
A 

mm 

B 

mm 

C 

mm 

D 

mm 

E 

mm 

F 

mm 

G 

mm 

H 

mm 

TR 10 505 435 50 280 300 350 9 

166 

TR 20 645 465 50 370 340 400 9 

TR 30 

840 

540 50 450 404 500 9 218 

TR 40 550 50 480 460 560 9 266 

TR 50 

1025 

635 50 533 530 630 9 283 

TR 60 670 50 611 610 710 9 323 

TR 70 

1190 

650 50 685 700 800 9 368 

TR 80 825 50 

750 800 900 

9 403 

TR 90 870 50 9 456 
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TECHNICAL SPECIFICATIONS 

TYPE 
POWER 

MOTOR 
TOTAL PREVALENCE mm H2O 

kW RPM dB (A) 5 10 15 20 30 40 50 60 

TR 10 
0,09 

0,12 

900 

1.400 

50 

57 

63A6 

63A4 

1.050 

1.520 

600 

1.140 

-- -- 

1.050 

-- -- 

760 

-- -- 

-- -- 

-- -- 

-- -- 

-- -- 

-- -- 

-- -- 

-- -- 

TR 20 
0,12 

0,18 

900 

1.400 

52 

64 

63A6 

63B4 

1.520 

2.280 

665 

1.710 

-- -- 

1.520 

-- -- 

1.330 

-- -- 

1.050 

-- -- 

-- -- 

-- -- 

-- -- 

-- -- 

-- -- 

TR 30 
0,18 

0,25 

900 

1.400 

59 

69 

71A6 

71A4 

2.185 

3.230 

1.330 

2.260 

1.045 

2.470 

-- -- 

2.280 
1.805 

-- -- 

1.615 

-- -- 

-- -- 

-- -- 

-- -- 

TR 40 
0,18 

0,55 

900 

1.400 

60 

72 

71A6 

80A4 

3.315 

4.750 

2.090 

4.085 

1.710 

3.800 

1.425 

3.515 

-- -- 

2.950 

-- -- 

2.375 

-- -- 

2.190 

-- -- 

-- -- 

TR 50 
0,25 

0,75 

900 

1.400 

65 

75 

71B6 

80B4 

4.465 

7.200 

3.230 

6.200 

2.660 

5.700 

2.190 

5.250 

1.900 

4.650 

-- -- 

4.100 

-- -- 

3.650 

-- -- 

2.900 

TR 60 

0,18 

0,35 

1,5 

700 

900 

1.400 

60 

68 

78 

71B8 

80A6 

90L4 

4.600 

4.750 

10.600 

2.900 

5.300 

9.200 

2.000 

4.350 

8.200 

-- -- 

3.850 

7.700 

-- -- 

2.900 

7.200 

-- -- 

-- -- 

6.250 

-- -- 

-- -- 

5.800 

-- -- 

-- -- 

4.850 

TR 70 
0,35 

0,75 

700 

900 

61 

91 

90S8 

90S6 

6.300 

9.500 

4.400 

7.700 

3.600 

6.800 

2.800 

6.000 

-- -- 

4.800 

-- -- 

3.900 

-- -- 

-- -- 

-- -- 

-- -- 

TR 80 
0,55 

1,5 

700 

900 

65 

72 

90L8 

100L6 

9.200 

13.500 

6.300 

11.100 

5.300 

10.100 

4.800 

9.200 

3.300 

7.700 

-- -- 

6.300 

-- -- 

5.300 

-- -- 

-- -- 

TR 90 
1,1 

2,2 

700 

900 

68 

75 

90LB8 

112M6 

13.000 

18.900 

9.200 

16.000 

9.200 

14.600 

7.200 

13.600 

5.800 

12.200 

4.800 

10.700 

-- -- 

9.300 

-- -- 

7.800 

FLOW RATE m3/h 

 

 

PRICE LIST 

TYPE 
POWER 

€URO 
kW POLE FRAME SIZE 

TR 10 0,09 6 63A6 908,00 

TR 10 0,18 4 63B4 966,00 

TR 20 0,12 6 63B6 1030,00 

TR 20 0,18 4 63B4 1090,00 

TR 30 0,18 6 71A6 1225,00 

TR 30 0,25 4 71A4 1230,00 

TR 40 0,18 6 71A6 1434,00 

TR 40 0,55 4 80A4 1500,00 

TR 50 0,25 6 71B6 1600,00 

TR 50 0,75 4 80B4 1530,00 

TR 60 0,37 6 80A6 1862,00 

TR 60 1,5 4 90L4 1836,00 

TR 70 0,75 6 90S6 2284,00 

TR 80 1,5 6 100A6 2834,00 

TR 90 2,2 6 112A6 3112,00 
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42. AXIAL FANS 
 

Air extractors are specifically designed to ensure a high air flow. The main features are high efficiency 

and reduced maintenance costs. 

Direct drive ensures great efficiency by reducing energy losses. The damper opening system is 

patented and guarantees a complete opening of the blades already at 40% of the nominal speed. 

Thanks to this opening mechanism, the noise levels have been significantly reduced and the efficiency 

increased. 

 

 
 

TECHNICAL SPECIFICATIONS 

MODEL 
FLOW RATE 

(m3/h) 

DIMENSIONS 

(mm) 

POWER 

(kW) 
€URO 

AIRD 26 9.600 790x790x645 0,37 1.170,00 

AIRD 31 15.400 905x905x645 0,55 1.350,00 

AIRD 37 18.200 1025x1025x645 0,55 1.550,00 

AIRS 42 22.600 1145x1145x515 0,55 1.600,00 

AIRS 53 41.100 1380x1380x515 1,1 1.800,00 
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43. ERM SERIES FANS  
 

➢ FIELD OF OPERATION 

High flow rates, medium pressures. 

 

➢ APPLICATIONS 

Suction and transport of even very dusty air, sawdust, various chips, granular materials, with the 

exception of filamentary materials. 

 

➢ CONSTRUCTION FEATURES 

Sturdy construction in painted sheet metal, fan (with backward blades) in steel sheet statically and 

dynamically balanced. 

 

➢ OPERATING FEATURES 

Characteristics of the intake air; 

T = 15 °C, P = 760 mm Hg; 

Tmax = 60 °C in standard execution. 

 

➢ SOUND LEVEL 

The noise values are obtained through readings carried out in the 4 cardinal points at a distance of 1.5 

meters from the fan. Engine and transmission are excluded; free field readings with ducted fans 

according to UNI standards. 

 

➢ ORIENTATIONS 

The fans admit 16 orientation positions (8 clockwise RD and 8 anticlockwise LG) defined by looking 

at the fan from the transmission side. 
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TYPE FRAME SIZE kW POLE 
FOOT MOUNTED 

B3 PRICE 

FLANGE MOUNTED 

B5 PRICE 

ERM 220 63 0,18 2 374,00 349,00 

ERM 250 63 0,25 2 447,00 411,00 

ERM 250 71 0,37 2 447,00 411,00 

ERM 280 71 0,55 2 529,00 488,00 

ERM 280 80 0,75 2 529,00 488,00 

ERM 310 80 1,1 2 593,00 549,00 

ERM 310 90 1,5 2 593,00 549,00 

ERM 350 90 1,5 2 756,00 706,00 

ERM 350 90 2,2 2 756,00 706,00 

ERM 400 100 3 2 963,00 903,00 

ERM 400 112 4 2 963,00 903,00 

ERM 450 132 5,5 2 1232,00 1162,00 

ERM 450 132 7,5 2 1232,00 1162,00 

ERM 500 160 11 2 1512,00 1348,00 

ERM 500 160 15 2 1439,00 1348,00 

ERM 500 90 1,1 4 1439,00 1348,00 

ERM 500 90 1,5 4 2143,00 1348,00 

ERM 560 160 18,5 2 2143,00 2099,00 

ERM 560 180 22 2 2243,00 2099,00 

ERM 560 100 2,2 4 2143,00 1911,00 

ERM 560 100 3 4 2143,00 1911,00 

ERM 630 112 4 4 2685,00 2620,00 

ERM 630 132 5,5 4 2685,00 2620,00 

ERM 710 132 7,5 4 3663,00 3732,00 

ERM 710 160 11 4 3663,00 3732,00 

ERM 800 160 15 4 4351,00 4508,00 

ERM 800 180 18,5 4 4351,00 4508,00 

ERM 800 132 4 6 4351,00 4508,00 

ERM 800 132 5,5 6 4351,00 4508,00 

ERM 900 200 30 4 5777,00 6035,00 

ERM 900 225 37 4 5777,00 6035,00 

ERM 900 160 7,5 6 5777,00 5779,00 

ERM 900 160 11 6 5777,00 5779,00 

ERM 1000 225 45 4 6966,00 7053,00 

ERM 1000 250 55 4 6966,00 7053,00 

ERM 1000 180 15 6 6966,00 7053,00 

ERM 1000 200 18,5 6 6966,00 7053,00 

ERM 1120 280 75 6 9908,00 9781,00 

ERM 1120 280 90 6 9908,00 9781,00 

ERM 1120 200 22 6 9245,00 9411,00 

ERM 1120 225 30 6 9245,00 9411,00 

ERM 1250 250 37 6 11569,00 ---------- 

ERM 1250 280 45 6 12230,00 ---------- 

ERM 1400 280 55 6 13776,00 ---------- 

ERM 1400 315 75 6 14445,00 ---------- 

 

NOTE: The prices refer only to the fans, to obtain the overall price simply add the price of the motor 

in the necessary form, B3 or B5, to the price in the desired execution, with foot mounted or flange 

mounted. 
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➢ OVERALL DIMENSIONS AND WEIGHTS OF ERM SERIES 
Type Weight PD2 Fan Aspiration flange 

Fan Motor kgf Kgf m2 A B C D E F G H H1 H2 d d1 d2 n° Ø 

ERM 220/2 63   A2 18 0,08 62 325 360 165 425 150 55 255 165 255 130 150 170 4 8 

ERM 250/2 
ERM 250/2 

63   B2 
71   A2 

24 
26 

0,09 
0,10 

86 
380 
400 

441 195 526 175 76 315 195 315 185 219 255 8 8 

ERM 280/2 
ERM 280/2 

71   B2 
80   A2 

30 
32 

0,15 
0,16 

95 
420 
440 

477 200 610 202 86 375 200 375 205 241 275 8 8 

ERM 310/2 
ERM 310/2 

80   B2 
90   S2 

41 
44 

0,19 
0,21 

105 460 
480 

527 225 658 229 96 400 225 400 228 265 298 8 8 

ERM 350/2 
ERM 350/2 

90   S2 
90   L2 

66 
69 

0,43 
0,50 

115 
500 
530 

600 255 740 253 107 450 255 450 255 292 325 8 10 

ERM 400/2 
ERM 400/2 

100   LA2 
112   M2 

107 
110 

0,70 
0,80 

127 
590 
630 

655 285 815 286 118 500 285 500 285 332 365 8 12 

ERM 450/2 
ERM 450/2 

132   SA2 
132   SB2 

150 
158 

1,2 
1,4 

141 
670 
670 

735 320 915 321 131 560 320 560 320 366 400 8 12 

ERM 500/2 
ERM 500/2 
ERM 500/4 
ERM 500/4 

160   M2 
160   M2 
90   S4 
90   L4 

235 
247 
132 
135 

2,3 
2,6 
2,1 
2,2 

157 

830 
830 
580 
615 

832 360 1000 355 148 600 360 600 360 405 440 8 12 

ERM 560/2 
ERM 560/2 
ERM 560/4 
ERM 560/4 

160   L2 
180   M2 
100   L4 
100   L4 

286 
316 
140 
144 

3,4 
3,8 
3,2 
3,3 

177 

80 
935 
705 
705 

940 400 1126 390 165 670 400 670 405 448 485 12 12 

ERM 630/4 
ERM 630/4 

112   M4 
132   S4 

178 
191 

5,6 
6,3 

195 
775 
815 

1052 450 1260 439 185 750 450 750 455 497 535 12 12 

ERM 710/4 
ERM 710/4 

132   M4 
160   M4 

285 
308 

10,6 
11,8 

216 
880 
960 

1189 500 1416 500 202 670 500 850 505 551 585 12 14 

ERM 800/4 
ERM 800/4 
ERM 800/6 
ERM 800/6 

160   L4 
180   M4 
132   M6 
132   M6 

400 
430 
330 
340 

17 
19 
16 
18 

241 

1010 
1050 
940 
940 

1340 560 1591 560 226 755 560 950 565 629 665 12 14 

ERM 900/4 
ERM 900/4 
ERM 900/6 
ERM 900/6 

200   L4 
225   S4 
160   M6 
160   L6 

580 
620 
465 
495 

30 
34 
29 
33 

275 

1230 
1260 
1070 
1070 

1500 630 1780 630 253 850 630 1060 635 698 735 12 14 

ERM 1000/4 
ERM 1000/4 
ERM 1000/6 
ERM 1000/6 

225   M4 
250   M4 
180   L6 
200   L6 

760 
830 
652 
679 

48 
53 
47 
52 

308 

1320 
1380 
1230 
1300 

1685 710 1993 710 284 950 710 1180 715 775 815 16 14 

ERM 1120/4 
ERM 1120/4 
ERM 1120/6 
ERM 1120/6 

280   S4 
280   M4 
200   L6 
225   M6 

1220 
1257 
995 

1043 

106 
118 
114 
116 

350 

1620 
1620 
1390 
1410 

1884 800 2222 800 319 1060 800 1320 805 861 905 16 14 

ERM 1250/6 
ERM 1250/6 

250   M6 
280   S6 

1330 
1405 

180 
190 

388 
1550 
1700 

2116 900 2517 900 357 1190 900 1500 905 958 1005 16 14 

ERM 1400/6 
ERM 1400/6 

280   M6 
315   S6 

1850 
1970 

300 
315 

442 
1790 
1800 

2325 1000 2816 1000 400 1320 1000 1700 1007 1067 1107 24 14 

Fan weight in kgf (complete with motor) 

 

 

220 ÷ 500 

The fan is 

adjustable 

560 ÷ 630 

The fan is 

adjustable 
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Press flange Basement 

a b a1 b1 a2 b2 n1xp n2xp n° Ø I J K L M N O P Q R S T U Ø 

124 103 145 125 164 143 - - 4 8 86 184 206 - 145 - - - 45 14 - - - 10 

207 148 241 182 277 218 1x112 1x112 8 12 86 184 206 - 145 - - - 45 14 - - - 10 

231 166 265 200 301 236 1x112 1x112 8 12 
121 
121 

203 
203 

225 
225 

- 
189 
211 

- - - 
45 
45 

23 
45 

- - - 
10 
10 

258 185 292 219 328 255 1x112 2x112 10 12 
121 
133 

203 
234 

225 
260 

- 
211 
246 

- - - 
45 
55 

45 
58 

- - - 
10 
10 

288 205 332 249 368 285 1x125 2x125 10 12 133 234 260 - 246 - - - 55 58 - - - 10 

322 229 366 273 402 309 1x125 2x125 10 12 197 
289 
289 

324 - 276 - - - 30 49 - - - 12 

361 256 405 300 441 336 1x125 2x125 10 12 237 
337 
337 

372 - 336 - - - 40 59 - - - 12 

404 288 448 332 484 368 2x125 3x125 14 12 

337 395 440 

- 

436 

- - - 

50 49 

- - - 

14 

337 395 440 436 50 49 14 

133 234 260 246 55 58 10 

453 322 497 366 533 402 2x125 3x125 14 12 

337 395 440 

692 

436 

326 53 632 - 

49 406 

23 

794 14 

357 434 488 460 33 426 839 17 

197 289 324 276 49 386 629 12 

507 361 551 405 587 441 2x125 3x125 14 12 
197 
237 

289 
337 

324 
372 

762 
276 
336 

365 53 702 - 
49 
59 

425 
435 

23 
668 
718 

12 
12 

569 404 629 464 669 504 2x160 3x160 14 14 201 772 826 915 336 404 60 772 - 59 497 27 764 20 

638 453 698 513 738 553 2x160 3x160 14 14 

315 

862 926 1045 

436 

453 80 862 - 

49 

546 47 

948 

20 361 460 39 993 

201 336 59 833 

715 507 775 567 815 607 2x160 4x160 16 14 

401 

962 1026 1145 

500 

507 80 962 - 

39 

600 47 

1087 

20 441 540 39 1127 

316 436 49 1002 

801 569 871 639 921 689 2x200 3x200 14 14 

440 

1056 1128 1255 

540 

569 100 1056 - 45 657 67 

1209 

20 500 600 1269 

360 460 1129 

898 638 968 708 1018 758 3x200 4x200 18 14 

565 

1178 1268 1400 

690 

638 100 1178 - 45 763 55 

1428 

24 565 690 1428 

375 500 1238 

1007 715 1077 785 1127 835 3x200 4x200 18 14 
475 
565 

1310 1400 1530 
600 
690 

715 100 1310 - 45 840 55 
1415 
1505 

24 

1130 801 1210 881 1270 941 3x200 5x200 20 18 
535 
645 

1450 1560 1690 
690 
800 

801 130 1450 - 55 946 85 
1621 
1731 

24 

Fan weight in kgf (complete with motor) 

 

710 ÷1400 

The fan is not 

adjustable 
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Type 
Flow rate tolerance ± 5% - Noise tolerance ± 4dB (A) 

Fa
n

 

M
o

to
r 

P
 i
n

st
. [

kW
] 

n
 

Lp
A

 [
d

B
(A

)]
 

Q [m3/h] 

360 400 430 470 540 650 720 790 865 935 1080 1225 1370 1440 1620 1800 2160 2520 2880 3240 3600 

Pt [mmH2O]3 

ERM220/2 63 0,18 2820 54 70 69 68 66 63 56 51 44              

ERM250/2R 63 0,25 2820 57   85 84 83 79 76 72 67 62 50           

ERM250/2 71 0,37 2820 59    97 96 93 91 88 86 83 73 62 47         

ERM280/2R 71 0,55 2850 61     109 108 108 106 104 102 97 89 79 74 56       

ERM280/2 80 0,75 2850 61      122 121 120 120 118 114 110 103 100 88 73      

ERM310/2R 80 1,1 2920 65         154 152 150 147 144 141 135 128 109 79    

ERM310/2 90 1,5 2920 65          164 161 158 155 153 149 144 128 105    

ERM350/2R 90 1,5 2920 63            187 188 188 187 185 179     

ERM350/2 90 2,2 2920 68              204 204 205 202 195 184 169 152 

ERM400/2R 100 3 2940 70                271 269 262 252 239 223 

ERM400/2 112 4 2940 71                285 284 279 271 260 247 

ERM450/2R 132 5,5 2940 74                   330 329 324 

ERM450/2 132 7,5 2940 73                    346 344 

ERM500/2R 160 11 2950 77                      

ERM500/2 160 15 2950 77                      

ERM560/2R 160 18,5 2960 81                      

ERM560/2 180 22 2960 81                      

ERM500/4R 90 1,1 1420 62                89 88 87 83 79 73 

ERM500/4 90 1,5 1420 64                 95 94 93 90 86 

ERM560/4R 100 2,2 1420 66                   112 112 110 

ERM560/4 100 3 1420 67                   120 120 120 

ERM630/4R 112 4 1440 69                     142 

ERM630/4 132 5,5 1460 70                      

ERM710/4R 132 7,5 1460 72                      

ERM710/4 160 11 1460 74                      

ERM800/4R 160 15 1460 75                      

ERM800/4 180 18,5 1460 76                      

ERM900/4R 200 30 1465 78                      

ERM900/4 225 37 1470 78                      

ERM1000/4R 225 45 1470 80                      

ERM1000/4 250 55 1485 82                      

ERM1120/4R 280 75 1490 83                      

ERM1120/4 280 90 1490 84                      

ERM800/6R 132 4 955 66                      

ERM800/6 132 5,5 960 68                      

ERM900/6R 160 7,5 970 70                      

ERM900/6 160 11 970 71                      

ERM1000/6R 180 15 980 73                      

ERM1000/6 200 18,5 985 73                      

ERM1120/6R 200 22 985 74                      

ERM1120/6 225 30 985 76                      

ERM1250/6R 250 37 990 78                      

ERM1250/6 280 45 990 78                      

ERM1400/6R 280 55 990 80                      

ERM1400/6 315 75 995 81                      
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Type 
Flow rate tolerance ± 5% - Noise tolerance ± 4dB (A) 

Fa
n

 

M
o

to
r 

P
 i
n

st
. [

kW
] 

n
 

Lp
A

 [
d

B
(A

)]
 

Q [m3/h] 

3960 4320 4680 5400 6120 7200 7920 9000 10080 10800 12600 14400 16200 18000 19800 21600 25200 28800 32400 36000 39600 

Pt [mmH2O]3 

ERM220/2 63 0,18 2820 54                      

ERM250/2R 63 0,25 2820 57                      

ERM250/2 71 0,37 2820 59                      

ERM280/2R 71 0,55 2850 61                      

ERM280/2 80 0,75 2850 61                      

ERM310/2R 80 1,1 2920 65                      

ERM310/2 90 1,5 2920 65                      

ERM350/2R 90 1,5 2920 63                      

ERM350/2 90 2,2 2920 68 130                     

ERM400/2R 100 3 2940 70 205 186 165 120                  

ERM400/2 112 4 2940 71 232 214 195 153 109                 

ERM450/2R 132 5,5 2940 74 318 310 299 273 240 183 140               

ERM450/2 132 7,5 2940 73 339 331 323 300 271 216 178               

ERM500/2R 160 11 2950 77 369 369 368 360 346 317 292 247 196 159            

ERM500/2 160 15 2950 77  399 399 396 389 369 350 314 272 240            

ERM560/2R 160 18,5 2960 81    467 469 466 458 440 414 394 331 257 173         

ERM560/2 180 22 2960 81     501 503 500 490 472 456 407 345 272         

ERM500/4R 90 1,1 1420 62 65 57 49                   

ERM500/4 90 1,5 1420 64 81 75 67 51                  

ERM560/4R 100 2,2 1420 66 108 104 100 90 77 55                

ERM560/4 100 3 1420 67 119 116 113 105 93 76 60               

ERM630/4R 112 4 1440 69 142 141 139 134 128 114 103 84 64             

ERM630/4 132 5,5 1460 70  161 161 159 154 145 136 121 104 91            

ERM710/4R 132 7,5 1460 72    185 185 181 175 165 152 142 114 84          

ERM710/4 160 11 1460 74     207 208 206 201 192 185 165 139 111 83        

ERM800/4R 160 15 1460 75       246 246 243 240 228 212 192 169 144 118      

ERM800/4 180 18,5 1460 76        266 265 264 257 245 229 211 189 165 115     

ERM900/4R 200 30 1465 78          320 321 318 310 301 287 272 234 191 145   

ERM900/4 225 37 1470 78           344 345 341 335 325 313 263 244 203   

ERM1000/4R 225 45 1470 80             391 390 387 380 362 336 304 268 227 

ERM1000/4 250 55 1485 82             432 434 434 431 419 401 376 347 313 

ERM1120/4R 280 75 1490 83               489 490 488 479 464 444 420 

ERM1120/4 280 90 1490 84                 545 545 538 520 512 

ERM800/6R 132 4 955 66   106 107 107 104 101 93 85 79 65 47          

ERM800/6 132 5,5 960 68    116 116 116 114 109 104 99 87 69 53         

ERM900/6R 160 7,5 970 70      144 144 143 141 139 130 118 105 93 80 66      

ERM900/6 160 11 970 71       154 155 152 150 147 134 127 113 102 85      

ERM1000/6R 180 15 980 73         178 178 176 172 166 157 144 138 110 81    

ERM1000/6 200 18,5 985 73          193 195 193 190 184 176 169 149 122 96   

ERM1120/6R 200 22 985 74            220 219 217 212 209 192 171 150 119 101 

ERM1120/6 225 30 985 76             245 246 244 241 233 219 202 181 160 

ERM1250/6R 250 37 990 78               280 280 276 269 258 244 227 

ERM1250/6 280 45 990 78                307 308 304 298 289 277 

ERM1400/6R 280 55 990 80                  341 340 336 328 

ERM1400/6 315 75 995 81                   386 387 385 
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Type 
Flow rate tolerance ± 5% - Noise tolerance ± 4dB (A) 

Fa
n

 

M
o

to
r 

P
 i
n

st
. [

kW
] 

n
 

Lp
A

 [
d

B
(A

)]
 

Q [m3/h] 

43200 46800 54000 61200 68400 76500 86400 

Pt [mm H2O]3 

ERM220/2 63 0,18 2820 54        

ERM250/2R 63 0,25 2820 57        

ERM250/2 71 0,37 2820 59        

ERM280/2R 71 0,55 2850 61        

ERM280/2 80 0,75 2850 61        

ERM310/2R 80 1,1 2920 65        

ERM310/2 90 1,5 2920 65        

ERM350/2R 90 1,5 2920 63        

ERM350/2 90 2,2 2920 68        

ERM400/2R 100 3 2940 70        

ERM400/2 112 4 2940 71        

ERM450/2R 132 5,5 2940 74        

ERM450/2 132 7,5 2940 73        

ERM500/2R 160 11 2950 77        

ERM500/2 160 15 2950 77        

ERM560/2R 160 18,5 2960 81        

ERM560/2 180 22 2960 81        

ERM500/4R 90 1,1 1420 62        

ERM500/4 90 1,5 1420 64        

ERM560/4R 100 2,2 1420 66        

ERM560/4 100 3 1420 67        

ERM630/4R 112 4 1440 69        

ERM630/4 132 5,5 1460 70        

ERM710/4R 132 7,5 1460 72        

ERM710/4 160 11 1460 74        

ERM800/4R 160 15 1460 75        

ERM800/4 180 18,5 1460 76        

ERM900/4R 200 30 1465 78        

ERM900/4 225 37 1470 78        

ERM1000/4R 225 45 1470 80 186       

ERM1000/4 250 55 1485 82 277 238      

ERM1120/4R 280 75 1490 83 391 359 287 211    

ERM1120/4 280 90 1490 84 493 470 414 354 280   

ERM800/6R 132 4 955 66        

ERM800/6 132 5,5 960 68        

ERM900/6R 160 7,5 970 70        

ERM900/6 160 11 970 71        

ERM1000/6R 180 15 980 73        

ERM1000/6 200 18,5 985 73        

ERM1120/6R 200 22 985 74        

ERM1120/6 225 30 985 76 135 111      

ERM1250/6R 250 37 990 78 208 188 144     

ERM1250/6 280 45 990 78 263 246 209 167    

ERM1400/6R 280 55 990 80 319 307 279 244 205 160  

ERM1400/6 315 75 995 81 380 374 355 312 302 264 213 
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44. ERL SERIES FANS 
 

➢ FIELD OF OPERATION 

High flow rates, medium pressure. 

 

➢ APPLICATIONS 

Aspiration of clean and slightly dusty air, for the most diverse applications in industrial plant 

engineering and civil and industrial air conditioning. 

 

➢ CONSTRUCTION FEATURES 

Sturdy construction in painted sheet metal, fan (with backward blades) in steel sheet statically and 

dynamically balanced. 

 

➢ OPERATING FEATURES 

Characteristics of the intake air; 

T = 15 °C, P = 760 mm Hg; 

Tmax = 60 °C in standard execution. 

 

➢ SOUND LEVEL 

The noise values are obtained though readings carried out in the 4 cardinal points at a distance of 1.5 

meters from the fan. Engine and transmission are excluded; free field readings with ducted fans 

according to UNI standards. 

 

➢ ORIENTATIONS 

The fans admit 16 orientation positions (8 clockwise RD and 8 anticlockwise LG) defined by looking 

at the fan from the transmission side. 
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TYPE FRAME SIZE kW POLE 
FOOT MOUNTED 

B3 PRICE 

FLANGE MOUNTED 

B5 PRICE 

ERL 250 71 0,55 2 606,00 570,00 

ERL 280 80 1,1 2 710,00 669,00 

ERL 310 90 2,2 2 881,00 837,00 

ERL 310 63 0,18 4 881,00 837,00 

ERL 350 100 3 2 1139,00 1089,00 

ERL 350 71 0,37 4 1046,00 996,00 

ERL 400 112 4 2 1360,00 1300,00 

ERL 400 132 5,5 2 1360,00 1300,00 

ERL 400 80 0,55 4 1255,00 1194,00 

ERL 450 132 7,5 2 1602,00 1532,00 

ERL 450 160 11 2 1661,00 1602,00 

ERL 450 80 0,75 4 1482,00 1412,00 

ERL 450 90 1,1 4 1482,00 1412,00 

ERL 500 160 15 2 2104,00 1795,00 

ERL 500 160 18,5 2 2104,00 1795,00 

ERL 500 90 1,5 4 1755,00 1664,00 

ERL 500 100 2,2 4 1755,00 1664,00 

ERL 500 80 0,37 6 1755,00 1664,00 

ERL 500 90 0,55 6 1755,00 1664,00 

ERL 560 100 3 4 2195,00 1963,00 

ERL 560 112 4 4 2195,00 1963,00 

ERL 560 90 0,75 6 2195,00 1963,00 

ERL 560 90 1,1 6 2195,00 1963,00 

ERL 630 132 5,5 4 2649,00 2585,00 

ERL 630 132 7,5 4 2649,00 2585,00 

ERL 630 100 1,5 6 2649,00 2585,00 

ERL 630 112 2,2 6 2649,00 2585,00 

ERL 710 160 11 4 3328,00 3171,00 

ERL 710 160 15 4 3328,00 3171,00 

ERL 710 132 3 6 3328,00 3171,00 

ERL 710 132 4 6 3328,00 3171,00 

ERL 800 180 18,5 4 4274,00 4163,00 

ERL 800 180 22 4 4274,00 4163,00 

ERL 800 132 5,5 6 4274,00 4163,00 

ERL 800 160 7,5 6 4274,00 4163,00 

ERL 900 225 37 4 6279,00 6537,00 

ERL 900 225 45 4 6279,00 6537,00 

ERL 900 160 11 6 5958,00 5960,00 

ERL 900 180 15 6 5958,00 5960,00 

ERL 1000 250 55 4 8080,00 7819,00 

ERL 1000 280 75 4 8730,00 8478,00 

ERL 1000 200 18,5 6 7259,00 7347,00 

ERL 1000 200 22 6 7259,00 7347,00 

ERL 1120 225 30 6 9756,00 9922,00 

ERL 1120 250 37 6 9756,00 9922,00 

ERL 1250 280 55 6 12765,00 ---------- 

ERL 1250 315 75 6 12765,00 ---------- 

ERL 1400 315 90 6 15659,00 ---------- 

ERL 1400 315 110 6 15659,00 ---------- 

 

NOTA: The prices refer only to the fans, to obtain the overall price simply add the price of the motor 

in the necessary form, B3 or B5, to the price in the desired execution, with foot mounted or flange 

mounted. 
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➢ OVERALL DIMENSIONS AND WEIGHTS OF “ERL” SERIES 
Type Weight PD

2
 Fan Aspiration flange 

Fan Motor kgf Kgf m2 A B C D E F G H H1 H2 d d1 d2 n° Ø 

ERL 250/2 71   B2 33 0,145 94 435 441 195 526 149 96 315 195 315 255 292 325 8 10 

ERL 280/2 80   B2 43 0,195 105 450 477 200 610 172 105 375 200 375 285 332 365 8 12 

ERL 310/2 
ERL 310/4 

90   L2 
63   B4 

52 
42 

0,32 117 
539 
454 

527 225 658 196 117 400 225 400 320 366 400 8 12 

ERL 350/2 
ERL 350/4 

100   L2 
71     B4 

80 
65 

0,52 130 
636 
506 

600 255 740 216 131 450 255 450 360 405 440 8 12 

ERL 400/2 
ERL 400/2 
ERL 400/4 

112   M2 
132   S2 
80     A4 

95 
108 
75 

 
1,1 

 
147 

668 
730 
558 

 
655 

 
285 

 
815 

 
245 

 
147 

 
500 

 
285 

 
500 

 
405 

 
448 

 
485 

 
8 

 
12 

ERL 450/2 
ERL 450/2 
ERL 450/4 
ERL 450/4 

132   S2 
160   M2 
80     B4 
90     S4 

124 
160 
89 
94 

 
1,9 

 
163 

764 
900 
592 
632 

 
735 

 
320 

 
915 

 
275 

 
165 

 
560 

 
320 

 
560 

 
455 

 
497 

 
535 

 
8 

 
12 

ERL 500/2 
ERL 500/2 
ERL 500/4 
ERL 500/4 
ERL 500/6 
ERL 500/6 

160   M2 
160   L2 
90     L4 
100   L4 
80     A6 
80     B6 

187 
196 
123 
129 
115 
116 

 
 

3,1 

 
 

183 

939 
939 
671 
741 
631 
631 

 
 

832 

 
 

360 

 
 

1000 

 
 

303 

 
 

185 

 
 

600 

 
 

360 

 
 

600 

 
 

505 

 
 

551 

 
 

585 

 
 
8 

 
 

14 

ERL 560/4 
ERL 560/4 
ERL 560/6 
ERL 560/6 

100   L4 
112   M4 
90    S6 
90    L6 

141 
146 
131 
133 

 
5,5 

 
205 

797 
797 
727 
727 

 
940 

 
400 

 
1126 

 
332 

 
206 

 
670 

 
400 

 
670 

 
565 

 
629 

 
665 

 
16 

 
14 

ERL 630/4 
ERL 630/4 
ERL 630/6 
ERL 630/6 

132   S4 
132   M4 
100   L6 
112   M6 

190 
204 
173 
179 

 
8,7 

 
230 

908 
908 
846 
846 

 
1052 

 
450 

 
1260 

 
373 

 
231 

 
750 

 
450 

 
750 

 
635 

 
698 

 
735 

 
16 

 
14 

ERL 710/4 
ERL 710/4 
ERL 710/6 
ERL 710/6 

160   M4 
160   L4 
132   S6 
132   M6 

315 
326 
276 
286 

 
15,5 

 
257 

1105 
1105 
969 
969 

 
1160 

 
500 

 
1416 

 
427 

 
256 

 
850 

 
500 

 
850 

 
715 

 
775 

 
815 

 
16 

 
14 

ERL 800/4 
ERL 800/4 
ERL 800/6 
ERL 800/6 

180   M4 
180   L4 
132   M6 
160   M6 

402 
418 
330 
368 

 
27 

 
287 

1187 
1262 
1051 
1187 

 
1312 

 
560 

 
1591 

 
478 

 
287 

 
950 

 
560 

 
950 

 
805 

 
861 

 
905 

 
16 

 
14 

ERL 900/4 
ERL 900/4 
ERL 900/6 
ERL 900/6 

225   S4 
225   M4 
160   L6 
180   L6 

630 
650 
500 
499 

 
43 

 
322 

1408 
1408 
1256 
1331 

 
1470 

 
630 

 
1780 

 
538 

 
319 

 
850 

 
630 

 
1060 

 
905 

 
958 

 
1005 

 
16 

 
14 

ERL 1000/4 
ERL 1000/4 
ERL 1000/6 
ERL 1000/6 

250   M4 
280   S4 
200   L6 
200   L6 

832 
941 
697 
716 

 
78 

 
360 

1505 
1635 
1428 
1428 

 
1656 

 
710 

 
1993 

 
607 

 
358 

 
950 

 
710 

 
1180 

 
1007 

 
1067 

 
1107 

 
16 

 
14 

ERL 1120/6 
ERL 1120/6 

225   M6 
250   M6 

1071 
1212 

134 404 
1590 
1590 

1854 800 2222 684 401 1060 800 1320 1130 1200 1250 24 14 

ERL 1250/6 
ERL 1250/6 

280   M6 
315   S6 

1475 
1596 

238 452 
1818 
1818 

2084 900 2517 770 449 1190 900 1500 1260 1337 1380 24 17 

ERL 1400/6 
ERL 1400/6 

315   M6 
315   M6 

2038 
2094 

379 507 
2099 
2099 

2295 1000 2816 854 504 1320 1000 1700 1420 1491 1540 32 17 

Fan weight in kgf (complete with motor) 

 

 

 

 

 

250 ÷ 500 

The fan is  

adjustable 

560 ÷ 800 

The fan is  

adjustable 
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Press flange Basement 

a b a1 b1 a2 b2 n1xp n2xp n° Ø I J K L M N O P Q R S T U Ø 

258 185 292 219 328 255 1x112 2x112 10 12 121 203 225 - 189 - - - 45 23 - - - 10 
288 205 332 249 368 285 1x125 2x125 10 12 121 203 225 - 211 - - - 45 45 - - - 10 

322 229 366 273 402 309 1x125 2x125 10 12 
133 
86 

234 
184 

260 
206 

- 
246 
145 

- - - 
55 
45 

58 
14 

- - - 
10 
10 

361 256 405 300 441 336 1x125 2x125 10 12 197 
121 

289 
203 

324 
225 

- 276 
189 

- - - 30 
45 

49 
23 

- - - 12 
10 

 
404 

 
288 

 
448 

 
332 

 
484 

 
368 

 
2x125 

 
3x125 

 
14 

 
12 

197 
237 
121 

289 
337 
203 

324 
372 
225 

 
- 

276 
336 
211 

 
- 

 
- 

 
- 

30 
40 
45 

49 
59 
45 

 
- 

 
- 

 
- 

12 
12 
10 

 
453 

 
322 

 
497 

 
366 

 
533 

 
402 

 
2x125 

 
3x125 

 
14 

 
12 

237 
337 
121 
133 

337 
395 
203 
234 

372 
440 
225 
260 

 
- 

336 
436 
211 
246 

 
- 

 
- 

 
- 

40 
50 
45 
55 

59 
49 
45 
58 

 
- 

 
- 

 
- 

12 
14 
10 
10 

507 361 551 405 587 441 2x125 3x125 14 12 

337 
337 
133 
197 
121 
121 

395 
395 
234 
289 
203 
203 

440 
440 
260 
324 
225 
225 

- 

436 
436 
246 
276 
211 
211 

- - - 

50 
50 
55 
30 
45 
45 

49 
49 
58 
49 
45 
45 

- - - 

14 
14 
10 
12 
10 
10 

569 404 629 464 669 504 2x160 3x160 14 14 

197 
197 
133 
133 

289 
289 
234 
234 

324 
324 
260 
260 

692 

276 
276 
246 
246 

408 53 632 - 

49 
49 
58 
58 

468 
468 
493 
493 

23 

711 
711 
666 
666 

12 
12 
10 
10 

638 453 698 513 738 553 2x160 3x160 14 14 

237 
237 
197 
197 

337 
337 
289 
289 

372 
372 
324 
324 

762 

336 
336 
276 
276 

457 53 702 - 

59 
59 
49 
49 

527 
527 
517 
517 

23 

810 
810 
760 
760 

12 

715 507 775 567 815 607 2x160 4x160 16 14 

316 
316 
201 
201 

772 826 832 

436 
436 
336 
336 

510 60 772 - 

60 
60 
72 
72 

606 27 

988 
988 
873 
873 

20 

801 569 871 639 921 689 2x200 3x200 14 14 

361 
361 
201 
316 

862 926 932 

463 
463 
336 
436 

572 60 862 - 

39 
39 
72 
60 

668 27 

1095 
1095 
935 
1050 

20 

898 638 968 708 1018 758 3x200 4x200 18 14 

441 
441 
316 
361 

962 1026 1145 

540 
540 
415 
460 

638 80 962 - 39 731 47 

1258 
1258 
1133 
1178 

20 

1007 715 1077 785 1127 835 3x200 4x200 18 14 

500 
590 
400 
400 

1056 1128 1255 

600 
690 
500 
500 

715 100 1056 - 45 803 67 

1415 
1505 
1315 
1315 

20 

1130 801 1210 881 1270 941 3x200 5x200 20 18 
415 
475 

1178 1268 1400 
540 
600 

801 100 1178 - 45 926 55 
1441 
1501 

24 

1267 898 1347 978 1407 1038 4x200 6x200 24 18 
565 
675 

1310 1400 1530 
690 
800 

898 100 1310 - 45 1023 55 
1688 
1798 

24 

1421 1007 1501 1087 1561 1147 4x200 6x200 24 18 
645 
645 

1450 1560 1690 
800 
800 

1007 130 1450 - 55 1152 85 1937 24 

Fan weight in kgf (complete with motor) 

 
 

 

 

 

 

 

 

 

 

 

900 ÷ 1400 

The fan is not 

adjustable 
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Type 

P
 i
n

st
. [

kW
] 

n
 

Lp
A

 [
d

B
(A

)]
 

Flow rate tolerance ± 5% 

Fa
n

 

M
o

to
r 

Q [m3/h] 
1080 1225 1370 1440 1620 1800 2160 2520 2880 3240 3600 3960 4320 4680 5400 6120 7200 7920 

Pt [mm H2O] 
ERL250/2 71 0,55 2850 63 86 83 79 77 72 66 52 33           

ERL280/2 80 1,1 2850 66   107 106 103 100 92 82 71 60 48        

ERL310/2 90 2,2 2880 67      143 139 133 125 117 108 98 89 78 62    

ERL350/2 100 3 2890 72         174 170 166 160 154 147 131 113 87  

ERL400/2R 112 4 2950 70           208 205 201 196 185 170   

ERL400/2 132 5,5 2950 76            231 228 225 216 206 186 170 

ERL450/2R 132 7,5 2950 79               257 247 229 216 

ERL450/2 160 11 2955 82               307 300 287 277 

ERL500/2R 160 15 2960 80                 330 324 

ERL500/2 160 18,5 2960 82                  368 

ERL310/4 63 0,18 1350 52 31 30 28 27 25 23 18 13           

ERL350/4 71 0,37 1370 57   40 39 38 37 34 30 26 21 17        

ERL400/4 80 0,75 1400 60      48 46 42 39 35 31 26 21      

ERL450/4R 80 0,75 1400 59        59 57 54 51 47 44 40     

ERL450/4 90 1,1 1415 60        71 70 68 66 64 61 58 51    

ERL500/4R 90 1,5 1420 67           77 75 73 71 65 60 53 45 

ERL500/4 100 2,2 1440 69            89 88 86 82 77 70 63 

ERL560/4R 100 3 1440 70               99 96 90 83 

ERL560/4 112 4 1450 72                112 108 104 

ERL630/4R 132 5,5 1455 73                  127 

ERL630/4 132 7,5 1455 73                  142 

ERL710/4R 160 11 1460 74                   

ERL710/4 160 15 1460 78                   

ERL800/4R 180 18,5 1460 79                   

ERL800/4 180 22 1460 75                   

ERL900/4R 225 37 1470 81                   

ERL900/4 225 45 1470 82                   

ERL1000/4R 250 55 1475 77                   

ERL1000/4 280 75 1480 85                   

ERL500/6R 80 0,37 930 50       35 33 32 30 28        

ERL500/6 80 0,55 930 56        38 37 35 34 33 30 29 24 20   

ERL560/6R 90 0,75 930 60          42 41 40 39 38 33 29 22 17 

ERL560/6 90 1,1 930 61           47 47 46 45 41 38 32 29 

ERL630/6R 100 1,5 940 63             56 55 53 50 46 45 

ERL630/6 112 2,2 950 64              62 61 59 57 55 

ERL710/6R 132 3 950 64                72 71 70 

ERL710/6 132 4 960 68                 83 82 

ERL800/6R 132 5,5 960 70                   

ERL800/6 160 7,5 960 71                   

ERL900/6R 160 11 970 73                   

ERL900/6 180 15 970 74                   

ERL1000/6R 200 18,5 975 75                   

ERL1000/6 200 22 975 76                   

ERL1120/6R 225 30 975 78                   

ERL1120/6 250 37 980 78                   

ERL1250/6R 280 55 985 81                   

ERL1250/6 315 75 985 82                   

ERL1400/6R 315 90 985 82                   

ERL1400/6 315 110 985 84                   

http://www.airmec.net/
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Type Flow rate tolerance ± 5% 

Fa
n

 

M
o

to
r 

P
 i
n

st
. [

kW
] 

n
 

Lp
A

 [
d

B
(A

)]
 

Q [m3/h] 

9000 10080 10800 12600 14400 16200 18000 19800 21600 25200 28800 32400 36000 39600 43200 46800 54000 61200 

Pt [mm H2O] 

ERL250/2 71 0,55 2850 63                                     

ERL280/2 80 1,1 2850 66                                     

ERL310/2 90 2,2 2880 67                                     

ERL350/2 100 3 2890 72                                     

ERL400/2R 112 4 2950 70                                     

ERL400/2 132 5,5 2950 76 144 110                                 

ERL450/2R 132 7,5 2950 79 195 170 154 106                             

ERL450/2 160 11 2955 82 260 243 229 191 149 101                         

ERL500/2R 160 15 2960 80 311 304 290 263 234 200 163                       

ERL500/2 160 18,5 2960 82 359 348 340 318 295 267 236 202 165                   

ERL310/4 63 0,18 1350 52                                     

ERL350/4 71 0,37 1370 57                                     

ERL400/4 80 0,75 1400 60                                     

ERL450/4R 80 0,75 1400 59                                     

ERL450/4 90 1,1 1415 60                                     

ERL500/4R 90 1,5 1420 67 34                                   

ERL500/4 100 2,2 1440 69 52 45 35                               

ERL560/4R 100 3 1440 70 74 64 56 39                             

ERL560/4 112 4 1450 72 97 89 83 65 48 31                         

ERL630/4R 132 5,5 1455 73 123 119 115 105 92 79 64 48                     

EERL630/4 132 7,5 1455 73 139 136 133 125 115 104 90 77 62                   

ERL710/4R 160 11 1460 74   168 167 162 153 144 134 121 108 77                 

ERL710/4 160 15 1460 78     190 187 183 176 167 159 148 124 96 65             

ERL800/4R 180 18,5 1460 79         230 228 224 219 211 193 170 143 114 84         

ERL800/4 180 22 1460 75           247 246 242 237 223 204 182 156           

ERL900/4R 225 37 1470 81                 294 290 281 267 251 232 209 186 134   

ERL900/4 225 45 1470 82                 315 314 308 298 285 269 250 229 183 132 

ERL1000/4R 250 55 1475 77                     359 356 349 341 328 314 280   

ERL1000/4 280 75 1480 85                     393 391 388 383 375 365 338 305 

ERL500/6R 80 0,37 930 50                                     

ERL500/6 80 0,55 930 56                                     

ERL560/6R 90 0,75 930 60                                     

ERL560/6 90 1,1 930 61 22                                   

ERL630/6R 100 1,5 940 63 40 35 31 21                             

ERL630/6 112 2,2 950 64 51 47 44 35 23                           

ERL710/6R 132 3 950 64 67 63 60 54 44 35                         

ERL710/6 132 4 960 68 81 79 76 71 64 56 48 36 30                   

ERL800/6R 132 5,5 960 70 101 100 99 96 92 85 79 72 60 41                 

ERL800/6 160 7,5 960 71   108 107 106 103 100 93 86 78 59 40               

ERL900/6R 160 11 970 73       131 130 129 126 122 117 107 94 78 54           

ERL900/6 180 15 970 74         141 139 138 134 132 121 107 95 81 62         

ERL1000/6R 200 18,5 975 75             161 160 159 154 146 135 121 117 91 85     

ERL1000/6 200 22 975 76               173 173 170 166 160 148 137 124 111 81   

ERL1120/6R 225 30 975 78                   195 193 189 183 175 166 155 131 103 

ERL1120/6 250 37 980 78                     220 218 215 210 204 197 178 156 

ERL1250/6R 280 55 985 81                         248 248 245 241 229 214 

ERL1250/6 315 75 985 82                           275 274 272 266 255 

ERL1400/6R 315 90 985 82                                 303 298 

ERL1400/6 315 110 985 84                                 342 341 
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Type 

Flow rate tolerance ± 5% 

Fa
n

 

M
o

to
re

 

P
 i
n

st
. [

kW
] 

n
 

Lp
A

 [
d

B
(A

)]
 

Q [m3/h] 
68400 75600 86400 97200 108000 122400 140000            

Pt [mm H2O] 

ERL250/2 71 0,55 2850 63                   

ERL280/2 80 1,1 2850 66                   

ERL310/2 90 2,2 2880 67                   

ERL350/2 100 3 2890 72                   

ERL400/2R 112 4 2950 70                   

ERL400/2 132 5,5 2950 76                   

ERL450/2R 132 7,5 2950 79                   

ERL450/2 160 11 2955 82                   

ERL500/2R 160 15 2960 80                   

ERL500/2 160 18,5 2960 82                   

ERL310/4 63 0,18 1350 52                   

ERL350/4 71 0,37 1370 57                   

ERL400/4 80 0,75 1400 60                   

ERL450/4R 80 0,75 1400 59                   

ERL450/4 90 1,1 1415 60                   

ERL500/4R 90 1,5 1420 67                   

ERL500/4 100 2,2 1440 69                   

ERL560/4R 100 3 1440 70                   

ERL560/4 112 4 1450 72                   

ERL630/4R 132 5,5 1455 73                   

ERL630/4 132 7,5 1455 73                   

ERL710/4R 160 11 1460 74                   

ERL710/4 160 15 1460 78                   

ERL800/4R 180 18,5 1460 79                   

ERL800/4 180 22 1460 75                   

ERL900/4R 225 37 1470 81                   

ERL900/4 225 45 1470 82                   

ERL1000/4R 250 55 1475 77                   

ERL1000/4 280 75 1480 85 266 223 160                

ERL500/6R 80 0,37 930 50                   

ERL500/6 80 0,55 930 56                   

ERL560/6R 90 0,75 930 60                   

ERL560/6 90 1,1 930 61                   

ERL630/6R 100 1,5 940 63                   

ERL630/6 112 2,2 950 64                   

ERL710/6R 132 3 950 64                   

ERL710/6 132 4 960 68                   

ERL800/6R 132 5,5 960 70                   

ERL800/6 160 7,5 960 71                   

ERL900/6R 160 11 970 73                   

ERL900/6 180 15 970 74                   

ERL1000/6R 200 18,5 975 75                   

ERL1000/6 200 22 975 76                   

ERL1120/6R 225 30 975 78 75                  

ERL1120/6 250 37 980 78 131 103                 

ERL1250/6R 280 55 985 81 195 173 137 98               

ERL1250/6 315 75 985 82 241 223 194 159 123              

ERL1400/6R 315 90 985 82 289 277 255 229 198 153             

ERL1400/6 315 110 985 84 337 331 317 298 275 239 188            
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SANIFICATION 
 

45. AIR PURIFIER FOR LARGE SPACES 
Airmec-Maxi and Airmec-Mini combine 4 technologies in a single device to improve the quality of 

the air we breathe daily and provide a solution to problems related to indoor air quality. Thanks to 

these technologies, the Airmec-Maxi and Airmec-Mini purifiers have been found to be effective on 

viruses, bacteria and pollutants. 

TECHNICAL SPECIFICATIONS 

MODEL AIRMEC-MAXI AIRMEC-MINI 

AIR FLOW RATE 3100 m3/h @ TURBO 900 m3/h @ TURBO 

DIMENSIONS 780 x 720 x 1500 mm 500 x 500 x 1200 mm 

EC FAN 1P/230V - 50 Hz 1P/230V - 50 Hz 

POWER 780 W 169 W 

ELECTRICAL CONSUMPTION min. 25 W.h max. 540 W.h min. 28 W.h max. 180 W.h 

SOUND LEVEL min. 48 dB (A) max. 68 dB (A) min. 48 dB (A) max. 64 dB (A) 

PRE FILTER G4 G4 

ACTIVATED CARBON FILTER Active 96 Active 96 

HEPA FILTER H14 H14 

IONIZER NPBI NPBI 

 

                      

 

 

 

 

 AIRMEC-MAXI AIRMEC-MINI 

OPERATING 

MODE 

dB (A) m3/h dB (A) m3/h 

min max min max min max min max 

SLOW - 48 - 650 - 48 - 275 

ECO 48 58 650 1850 48 56 275 700 

TURBO 58 68 1850 3100 56 64 700 900 

PRICE € 8.300,00 + VAT € 4.800,00 + VAT 

 
➢ SPARE PARTS 

Pre filter G4: € 200,00 

Active 96 filter: € 400,00 

Hepa H14 filter: € 350,00 

 

It has a high air purification capacity thanks to the state-of-the-art technology, 

EC fan (Electronic Commutated Fans) with high energy efficiency. In this way, 

it allows perfect cleaning of the air in large and crowded rooms. In addition, it 

features the largest HEPA filter surface in its class. 

NOTE: To sanitize the air with a maximum efficiency of less than 1 hour, it is 

necessary to apply 8 air changes per hour. 
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TINNERY, FLEXIBLE HOSE AND JOINTS 
 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

For diameters over 600 mm ask our technicians. 

For any flange, add the price of the flange shown in the appropriate section. 

 

 

 

 

 

 

 

 

 

 

 

Calendered and seamed tubes in length 

L = 1500 with galvanized folded-up sheet metal 

 

 

 

 

Reduction cones with folded-up 

galvanized sheet metal 

Ø (mm) Thickness €uro mt/lin. 
80 6/10 €          13,00 

100 6/10 €          16,00 

120 6/10 €          17,00 

150 6/10 €          18,00 

180 6/10 €          20,00 

200 6/10 €          22,00 

220 6/10 €          24,00 

250 6/10 €          27,00 

280 6/10 €          29,00 

300 6/10 €          32,00 

320 6/10 €          34,00 

350 6/10 €          40,00 

380 6/10 €          43,00 

400 6/10 €          46,00 

420 8/10 €          52,00 

450 8/10 €          56,00 

480 8/10 €          63,00 

500 8/10 €          73,00 

520 8/10 €          74,00 

550 8/10 €          80,00 

580 8/10 €          88,00 

600 8/10 €          90,00 

Ø (mm) Thickness €uro 
80 6/10 €          25,00 

100 6/10 €          28,00 

120 6/10 €          29,00 

150 6/10 €          31,00 

180 6/10 €          34,00 

200 6/10 €          35,00 

220 6/10 €          38,00 

250 6/10 €          40,00 

280 6/10 €          42,00 

300 6/10 €          48,00 

320 6/10 €          51,00 

350 6/10 €          57,00 

380 6/10 €          63,00 

400 6/10 €          67,00 

420 8/10 €          77,00 

450 8/10 €          82,00 

480 8/10 €          87,00 

500 8/10 €          94,00 

520 8/10 €          99,00 

550 8/10 €        108,00 

580 8/10 €        116,00 

600 8/10 €        120,00 

http://www.airmec.net/
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For diameters over 600 mm ask our technicians. 

For any flange, add the price of the flange shown in the appropriate section. 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Circular bends with folded-up galvanized sheet 

metal 

15° 

 

45° 

 

90° 

Ø 

(mm) 
Thickness €uro 

Ø 

(mm) 
Thickness €uro 

Ø 

(mm) 
Thickness €uro 

80 6/10 €        9,00 80 6/10 €      21,00 80 6/10 €     36,00 

100 6/10 €        9,00 100 6/10 €      21,00 100 6/10 €     36,00 

120 6/10 €        9,00 120 6/10 €      22,00 120 6/10 €     36,00 

150 6/10 €      10,00 150 6/10 €      24,00 150 6/10 €     37,00 

180 6/10 €      11,00 180 6/10 €      27,00 180 6/10 €     42,00 

200 6/10 €      12,00 200 6/10 €      30,00 200 6/10 €     52,00 

220 6/10 €      13,00 220 6/10 €      32,00 220 6/10 €     56,00 

250 6/10 €      14,00 250 6/10 €      35,00 250 6/10 €     61,00 

280 6/10 €      15,00 280 6/10 €      38,00 280 6/10 €     66,00 

300 6/10 €      16,00 300 6/10 €      44,00 300 6/10 €     73,00 

320 6/10 €      17,00 320 6/10 €      46,00 320 6/10 €     77,00 

350 6/10 €      18,00 350 6/10 €      50,00 350 6/10 €     86,00 

380 6/10 €      19,00 380 6/10 €      60,00 380 6/10 €     95,00 

400 6/10 €      22,00 400 6/10 €      65,00 400 6/10 €   102,00 

420 8/10 €      24,00 420 8/10 €      70,00 420 8/10 €   108,00 

450 8/10 €      26,00 450 8/10 €      75,00 450 8/10 €   123,00 

480 8/10 €      27,00 480 8/10 €      80,00 480 8/10 €   129,00 

500 8/10 €      29,00 500 8/10 €      85,00 500 8/10 €   140,00 

520 8/10 €      32,00 520 8/10 €      90,00 520 8/10 €   153,00 

550 8/10 €      35,00  550 8/10 €      95,00  550 8/10 €   167,00 

580 8/10 €      37,00  580 8/10 €    100,00  580 8/10 €   177,00 

600 8/10 €      40,00  600 8/10 €    110,00  600 8/10 €   194,00 
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For diameters over 600 mm ask our technicians. 

For any flange, add the price of the flange shown in the appropriate section. 

 

 

 
 

 

 

 

 

 

Branches made of folded-up galvanized sheet metal 

2 ways 

 

3 ways 

 

4 ways 

Ø 

(mm) 
Thickness €uro 

Ø 

(mm) 
Thickness €uro 

Ø 

(mm) 
Thickness €uro 

80 6/10 €      91,00 80 6/10 €    104,00 180 6/10 €   208,00 

100 6/10 €      93,00 100 6/10 €    109,00 200 6/10 €   236,00 

120 6/10 €      94,00 120 6/10 €    112,00 220 6/10 €   275,00 

150 6/10 €      96,00 150 6/10  €    120,00 250 6/10 €   288,00 

180 6/10 €    103,00 180 6/10 €    123,00 280 6/10 €   297,00 

200 6/10 €    111,00 200 6/10 €    126,00 300 6/10 €   328,00 

220 6/10 €    113,00 220 6/10 €    136,00 320 6/10 €   340,00 

250 6/10 €    116,00 250 6/10 €    148,00 350 6/10 €   357,00 

280 6/10 €    132,00 280 6/10 €    158,00 380 6/10 €   374,00 

300 6/10 €    138,00 300 6/10 €    162,00 400 6/10 €   385,00 

320 6/10 €    148,00 320 6/10 €    167,00 420 6/10 €   400,00 

350 6/10 €    152,00 350 6/10 €    188,00 450 6/10 €   450,00 

380 6/10 €    163,00 380 6/10 €    198,00 480 6/10 €   500,00 

400 6/10 €    173,00 400 6/10 €    218,00 500 6/10 €   550,00 

420 6/10 €    199,00 420 6/10 €    239,00 520 6/10 €   600,00 

450 6/10 €    210,00 450 6/10 €    262,00 550 6/10 €   650,00 

480 6/10 €    217,00 480 6/10 €    267,00 580 6/10 €   700,00 

500 6/10 €    234,00 500 6/10 €    272,00 600 6/10 €   750,00 

520 6/10  €    246,00 520 6/10 €    290,00    

550 6/10  €    263,00  550 6/10 €    303,00     

580 6/10 €    268,00  580 6/10 €    320,00     

600 6/10 €    271,00  600 6/10 €    336,00     
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Branches made of folded-up 

galvanized sheet metal 

5 ways 

Ø 

(mm) 
Thickness €uro 

250 6/10 €      327,00 

280 6/10 €      337,00 

300 6/10 €      372,00 

320 6/10 €      383,00 

350 6/10 €      398,00 

380 6/10 €      416,00 

400 6/10 €      427,00 

420 6/10 €      600,00 

450 6/10 €      650,00 

480 6/10 €      700,00 

500 6/10 €      750,00 

520 6/10 €      800,00 

550 6/10 €      850,00 

580 6/10 €      900,00 

600 6/10 €      950,00 

6 ways 

Ø 

(mm) 
Thickness €uro 

250 6/10 €       470,00 

280 6/10 €       482,00 

300 6/10 €       531,00 

320 6/10 €       545,00 

350 6/10 €       564,00 

380 6/10 €       590,00 

400 6/10 €       595,00 

420 6/10 €       640,00 

450 6/10 €       700,00 

480 6/10 €       750,00 

500 6/10 €       800,00 

520 6/10 €       850,00 

550 6/10 €       900,00 

580 6/10 €       950,00 

600 6/10 €     1000,00 
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Metal clamps 

Ø (mm) €URO 

60 – 135 2,20 

60 – 170 2,50 

60 – 215 3,50 

60 – 270 4,00 

 

Flexible hose 

Ø (mm) €uro mt/lin 

60  9,50 

80 12,00 

100 13,00 

120 14,00 

150 20,00 

180 22,00 

200 24,00 

220 29,00 

250 31,00 

300 43,00 
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For diameters over 600 mm ask our technicians. 

For any flange, add the price of the flange shown in the appropriate section. 

 

 

 

 

 

 

 

 

 

 

 

Square to circular connections 

made of folded-up galvanized 

sheet metal 

 

 

 

 

 

 

 

 

 

Terminals with protective grill 

made of folded-up galvanized 

sheet metal 

Ø (mm) Thickness €uro 

80 6/10 €      56,00 

100 6/10 €      61,00 

120 6/10 €      67,00 

150 6/10 €      77,00 

180 6/10 €      86,00 

200 6/10 €      92,00 

220 6/10 €      92,00 

250 6/10 €    104,00 

280 6/10 €    108,00 

300 6/10 €    114,00 

320 6/10 €    118,00 

350 6/10 €    127,00 

380 6/10 €    130,00 

400 6/10 €    146,00 

420 6/10 €    158,00 

450 6/10 €    164,00 

480 6/10 €    172,00 

500 6/10 €    178,00 

520 6/10 €    198,00 

550 6/10 €    208,00 

580 6/10 €    218,00 

600 6/10 €    236,00 

Ø (mm) Thickness €uro 
80 6/10 €      29,00 

100 6/10 €      30,00 

120 6/10 €      30,00 

150 6/10 €      32,00 

180 6/10 €      34,00 

200 6/10 €      34,00 

220 6/10 €      35,00 

250 6/10 €      43,00 

280 6/10 €      48,00 

300 6/10 €      49,00 

320 6/10 €      55,00 

350 6/10 €      61,00 

380 6/10 €      64,00 

400 6/10 €      69,00 

420 6/10 €      71,00 

450 6/10 €      74,00 

480 6/10 €      82,00 

500 8/10 €      85,00 

520 8/10 €      88,00 

550 8/10 €      93,00 

580 8/10 €      98,00 

600 8/10 €    114,00 
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For diameters over 600 mm ask our technicians. 

For any flange, add the price of the flange shown in the appropriate section. 

 

 

 

 

 

 

 

 

Open caps made of 

folded-up galvanized 

sheet metal 

 

       

ECO caps made of folded-

up galvanized sheet metal 

 

       
 

Chinese caps made of 

folded-up galvanized 

sheet metal 

Ø (mm) Thick. €uro 
80   

100   

120   

150 8/10 €    210,00 

180 8/10 €    243,00 

200 8/10 €    249,00 

220 8/10 €    268,00 

250 8/10 €    307,00 

280 8/10 €    351,00 

300 8/10 €    387,00 

320 10/10 €    419,00 

350 10/10 €    446,00 

380 10/10 €    465,00 

400 10/10 €    492,00 

420 10/10 €    509,00 

450 10/10 €    562,00 

480 10/10 €    606,00 

500 10/10 €    658,00 

520 10/10 €    701,00 

550 10/10 €    782,00 

580 10/10 €    830,00 

600 10/10 €    890,00 

Ø (mm) Thick. €uro 
80   

100   

120   

150 8/10 €  124,00 

180 8/10 €  142,00 

200 8/10 €  153,00 

220 8/10 €  160,00 

250 8/10 €  180,00 

280 8/10 €  197,00 

300 8/10 €  211,00 

320 8/10 €  222,00 

350 8/10 €  249,00 

380 8/10 €  269,00 

400 8/10 €  282,00 

420 8/10 €  295,00 

450 8/10 €  314,00 

480 8/10 €  335,00 

500 8/10 €  348,00 

520 8/10 €  367,00 

550 8/10 €  390,00 

580 8/10 €  413,00 

600 8/10 €  431,00 

Ø (mm) Thick. €uro 
80   

100   

120 8/10 €    62,00 

150 8/10 €    75,00 

180 8/10 €    92,00 

200 8/10 €    99,00 

220 8/10 €  109,00 

250 8/10 €  122,00 

280 8/10 €  124,00 

300 8/10 €  131,00 

320 8/10 €  146,00 

350 8/10 €  161,00 

380 8/10 €  172,00 

400 8/10 €  177,00 

420 8/10 €  182,00 

450 8/10 €  192,00 

480 8/10 €  204,00 

500 8/10 €  211,00 

520 8/10 €  219,00 

550 8/10 €  233,00 

580 8/10 €  252,00 

600 8/10 €  267,00 
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For diameters over 600 mm ask our technicians. 

For any flange, add the price of the flange shown in the appropriate section. 

 

 

 

 

 

 

 

 

 

 

 

                                       

 

 

 

 

 

 

 

 

Butterfly shutter made of folded-

up galvanized sheet metal 

Pendulum shutter made of 

folded-up galvanizedsheet metal 

Vertically sliding rolling shutter 

made of folded-up galvanizedsheet 

metal 

Ø (mm) €uro 
 

Ø (mm) €uro 
 

Ø (mm) €uro 

80 €     52,00 80 €      61,00 80 €      26,00 

100 €     55,00 100 €      65,00 100 €      28,00 

120 €     57,00 120 €      69,00 120 €      29,00 

150 €     69,00 150 €      84,00 150 €      31,00 

180 €     79,00 180 €      96,00 180 €      33,00 

200 €     83,00 200 €    101,00 200 €      35,00 

220 €     84,00 220 €    106,00 220 €      38,00 

250 €     86,00 250 €    112,00 250 €      61,00 

280 €     91,00 280 €    119,00 280 €      67,00 

300 €     95,00 300 €    123,00 300 €      79,00 

320 €     99,00 320 €    127,00   

350 €   108,00 350 €    135,00   

380 €   115,00 380 €    151,00   

400 €   128,00 400 €    169,00   

420 €   140,00 420 €    180,00   

450 €   155,00 450 €    200,00   

480 €   170,00  480 €    230,00   

500 €   190,00 500 €    270,00   

520 €   225,00  520 €    320,00    

550 €   250,00  550 €    390,00    

580 €   290,00  580 €    450,00    

600 €   350,00  600 €    550,00    
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For diameters over 600 mm ask our technicians. 

For any flange, add the price of the flange shown in the appropriate section. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
“T” branches made of folded-

up galvanized sheet metal 

 

Circular silencers made of folded-

up galvanized sheet metal 

Ø (mm) Thickness €uro 
200 6/10 €  227,00 

220 6/10 €  235,00 

250 6/10 €  275,00 

280 6/10 €  315,00 

300 6/10 €  340,00 

320 6/10 €  344,00 

350 6/10 €  377,00 

380 6/10 €  398,00 

400 6/10 €  427,00 

420 8/10 €  455,00 

450 8/10 €  483,00 

480 8/10 €  506,00 

500 8/10 €  544,00 

520 8/10 €  553,00 

550 8/10 €  579,00 

580 8/10 €  591,00 

600 8/10 €  648,00 

Ø (mm) €uro 
80 €        62,00 

100 €        63,00 

120 €        64,00 

150 €        67,00 

180 €        69,00 

200 €        71,00 

220 €        81,00 

250 €        85,00 

280 €        89,00 

300 €        97,00 

320 €      104,00 

350 €      126,00 

380 €      130,00 

400 €      134,00 

420 €      144,00 

450 €      165,00 

480 €      169,00 

500 €      180,00 
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Spiral tubes in galvanized 

sheet metal  

Anti-vibration joints made of folded-up galvanized 

sheet metal 

 Basic 
With internal 

protection cone 

Ø (mm) €uro €uro 
80 €       37,00 €       74,00 

100 €       38,00 €       76,00 

120 €       38,00 €       76,00 

150 €       39,00 €       78,00 

180 €       41,00 €       82,00 

200 €       42,00 €       84,00 

220 €       42,00 €       84,00 

250 €       43,00 €       86,00 

280 €       44,00 €       88,00 

300 €       48,00 €       96,00 

320 €       48,00 €       96,00 

350 €       53,00 €     106,00 

380 €       55,00 €     110,00 

400 €       70,00 €     140,00 

420 €       80,00 €     160,00 

450 €       83,00 €     168,00 

480 €       85,00 €     170,00 

500 €       88,00 €     176,00 

520 €       90,00 €     180,00 

550 €       93,00 €     186,00 

580 €       95,00 €     190,00 

600 €       97,00 €     204,00 

Ø (mm) Thickness 
Weight 

Kg/ml. 

80 0,5 1,50 

100 0,6 1,88 

120 0.6 2.26 

125 0,6 2,36 

140 0,6 2,64 

150 0.6 2.82 

160 0,6 3,02 

180 0,6 3,39 

200 0,6 3,77 

220 0.6 4.14 

250 0,6 4,71 

280 0,6 6,72 

300 0,8 7,10 

315 0,8 7,42 

355 0,8 8,36 

380 0.8 8.95 

400 0,8 9,42 

420 0.8 9.90 

450 0,8 10,60 

480 0.8 11.30 

500 0,8 11,78 

520 0.8 12.47 

550 0,8 13,19 

580 1.0 13.90 

600 1,0 17,10 

630 1,0 17,81 

710 1,0 20,07 

750 1,0 21,33 

800 1,0 22,62 

900 1,0 25,44 

1000 1,0 28,27 

1120 1,0 31,67 

1250 1,0 35,34 

PRICE €URO 6,8 per kg 
1. Standard tube length 3.000 mm. 

2. The joint sleeve is weighed separately in addition. 

3. The weights are to be considered indicative. 
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Galvanized flat flanges  Galvanized wide tension 

clips 

 Galvanized quick clamps 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ø (mm) Hole no €uro 
80 4 €       3,80 

100 4 €       4,00 

120 4 €       5,50 

150 4 €       5,70 

180 5 €       6,50 

200 6 €       7,00 

220 6 €       7,50 

250 6 €       8,00 

280 6 €       9,00 

300 6 €     11,50 

320 6 €     12,50 

350 8 €     13,00 

380 8 €     13,50 

400 8 €     14,00 

420 8 €     14,50 

450 10 €     15,50 

480 10 €     16,00 

500 10 €     17,00 

520 12 €     18,00 

550 12 €     22,00 

580 12 €     25,00 

600 14 €     28,00 

Ø (mm) €uro 

80 €     2,80 

100 €     2,80 

120 €     3,10 

150 €     3,30 

180 €     3,60 

200 €     3,80 

220 €     3,90 

250 €     4,30 

280 €     4,60 

300 €     4,90 

320 €     5,50 

350 €     5,80 

380 €     6,30 

400 €     6,90 

Ø (mm) €uro 

180 €     5,60 

200 €     5,70 

220 €     5,80 

250 €     5,90 

280 €     6,30 

300 €     6,40 

320 €     6,50 

350 €     6,60 

380 €     6,70 

400 €     6,80 

420 €     7,20 

450 €     7,40 

480 €     7,80 

500 €     8,00 

520 €     8,40 

550 €     8,80 

580 €     9,00 

600 €     9,20 

620 €   10,00 
650 €   12,00 
680 €   14,00 

700 €   16,00 

750 €   18,00 

800 €   20,00 
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BOLTS COMPLETE WITH GALVANIZED 

NUTS MINIMUM PACKS OF 500 

Bolts M8 x 20 € 170,00 

Bolts M8 x 30 € 180,00 

Perforated strap M8 

(25 mt roll) 
€ 100,00 

Entire roll 

 
FLOOR CLEANING SPOUTS MADE 

OF GALVANIZED SHEET 

Ø (mm) €uro 

120 € 200,00 

150 € 260,00 
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SPARE PARTS AND ACCESSORIES 
 
 
 

DESCRIPTION DIMENSIONS €URO 

Glass fiber panel filter 500 x 500 x 50 mm 10,00 each 

Glass fiber panel filter 600 x 600 x 50 mm 12,50 each 

Glass fiber panel filter in roll 1,5 x 20 mt mq 30 260,00 each 

ANDREAE filter 0,9 x 10 mt 96,00 each 

Activated carbon in bags 25 kg 6,10 per kg 

Economical pocket filter 600 x 600 x 300 mm 65,00 each 

High quality pocket filter VILE 600 x 600 x 300 mm 260,00 each 

BF10 type Hepa filter 90% 610 x 610 x 292 mm 350,00 each 

Unbreakable synthetic filter with mesh th. 20 mm (2 x 20 mt) 40 m2 roll 32,00 per m2 

Unbreakable synthetic filter with mesh th. 10 mm (1,5 x 20 mt) 30 m2 roll 10,00 per m2 

Metal mesh filters 500 x 500 mm 140,00 each 

Metal mesh filters 600 x 600 mm 200,00 each 

Reinforced PVC bags Ø600 x H1400 mm 100 pcs 2,70 each 

Reinforced PVC bags Ø500 x H1300 mm 100 pcs 1,80 each 

Cotton bags Ø500 x L = 1500 30,00 each 

Cotton bags Ø600 x L = 1500 40,00 each 

Needle-punched felt bags Ø500 x L = 1500 70,00 each 

Needle-punched felt bags Ø600 x L = 1500 100,00 each 

Metal clamps Ø 500 50,00 each 

Metal clamps  Ø 600 60,00 each 

TNT filter for per recycler Ø 350 X L = 1200 80,00 each 

Carbon filter cyclinder LUX 1 and 2 without carbon Ø330/280 x H=1000 220,00 each 

Carbon filter cyclinder STANDARD 3 without carbon Ø355/265 x H=1000 240,00 each 

Spray booth cylinder LUX without carbon Ø320/200 x H=500 160,00 each 

Spray booth cylinder STANDARD without carbon Ø355/265 x H=1000 440,00 each 

Bolts with nut packs of 500 pcs M8 x 20 170,00 each 

Bolts with nut packs of 500 pcs M8 x 30 180,00 each 
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ALL PRICES FOR MATERIALS ARE PROVIDED EXW TUFO (AV) 

ALL PRICES ARE EXCLUDING VAT AND BOLTS WHICH MUST BE 

CALCULATED SEPARATELY 

 
 

NET PRICES OF PACKING 

PACKAGING CALCULATED BY VOLUME AND REPORTED AS PER TABLE 

FROM 0 TO 1 m3 FROM 1 TO 2 m3 FROM 2 TO 3 m3 FROM 3 TO 4 m3 FROM 4 TO 5 m3 

 €uro 105,00 €uro 190,00 €uro 280,00 €uro 370,00 €uro 440,00 
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